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LIST OF EFFECTIVE PAGES

25-LOEP 1 Sep.21/12
2 Nov. 15/10
3 Nov. 15/10
4 Nov. 15/10
5 Nov. 15/10
6 Sep.21/12
7 Sep.21/12
8 Sep.21/12
9 Sep.21/12

10 Sep.21/12
11 Sep.21/12
12 Nov. 15/10

25-TOC 1 Dec. 15/09
2 Dec. 15/09
3 Dec. 15/09
4 Dec. 15/09
5 Dec. 15/09
6 Sep.21/12
7 Sep.21/12
8 Sep.21/12

25-00-00 1 Dec. 15/09
2 Dec. 15/09

25-10-00 1 Dec. 15/09
2 Dec. 15/09

25-10-00 201 Dec. 15/09
202 Dec. 15/09
203 Dec. 15/09
204 Dec. 15/09
205 Dec. 15/09
206 Dec. 15/09
207 Dec. 15/09
208 Dec. 15/09
209 Dec. 15/09
210 Dec. 15/09
211 Dec. 15/09
212 Dec. 15/09

25-20-00 1 Dec. 15/09
2 Dec. 15/09
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3 Dec. 15/09
4 Dec. 15/09
5 Dec. 15/09
6 Dec. 15/09
7 Dec. 15/09
8 Dec. 15/09
9 Dec. 15/09

10
10 Dec. 15/09
11 Dec. 15/09
12
12 Dec. 15/09
13 Dec. 15/09
14
14 Dec. 15/09
15 Dec. 15/09
16 Dec. 15/09
17 Dec. 15/09
18 Dec. 15/09
19 Dec. 15/09
20 Dec. 15/09
21 Dec. 15/09
22 Dec. 15/09
23 Dec. 15/09
24 Dec. 15/09
25 Dec. 15/09
26 Dec. 15/09
27 Dec. 15/09
28 Dec. 15/09

25-20-00 201 Dec. 15/09
202 Dec. 15/09
203 Dec. 15/09
204 Dec. 15/09
205 Dec. 15/09
206 Dec. 15/09
207 Dec. 15/09
208 Dec. 15/09
209 Dec. 15/09
210 Dec. 15/09
211 Dec. 15/09
212 Dec. 15/09
213 Dec. 15/09
214 Dec. 15/09
215 Dec. 15/09
216 Dec. 15/09
217 Dec. 15/09
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218 Dec. 15/09
219 Dec. 15/09
220 Dec. 15/09
221 Dec. 15/09
222 Dec. 15/09
223 Dec. 15/09
224 Dec. 15/09
225 Dec. 15/09
226 Dec. 15/09
227 Dec. 15/09
228 Dec. 15/09
229 Dec. 15/09
230 Dec. 15/09
231 Dec. 15/09
232 Dec. 15/09
233 Dec. 15/09
234 Dec. 15/09
235 Dec. 15/09
236 Dec. 15/09
237 Dec. 15/09
238 Dec. 15/09
239 Dec. 15/09
240 Dec. 15/09
241 Dec. 15/09
242 Dec. 15/09
243 Dec. 15/09
244 Dec. 15/09
245 Dec. 15/09
246 Dec. 15/09
247 Dec. 15/09
248 Dec. 15/09
249 Dec. 15/09
250 Dec. 15/09
251 Dec. 15/09
252 Dec. 15/09
253 Dec. 15/09
254 Dec. 15/09
255 Dec. 15/09
256 Dec. 15/09
257 Dec. 15/09
258 Dec. 15/09
259 Dec. 15/09
260 Dec. 15/09
261 Dec. 15/09
262 Dec. 15/09
263 Dec. 15/09
264 Dec. 15/09

Nov. 15/10
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265 Dec. 15/09
266 Dec. 15/09
267 Dec. 15/09
268 Dec. 15/09
269 Dec. 15/09
270 Dec. 15/09
271 Dec. 15/09
272 Dec. 15/09
273 Dec. 15/09
274 Dec. 15/09
275 Dec. 15/09
276 Dec. 15/09
277 Dec. 15/09
278 Dec. 15/09
279 Dec. 15/09
280 Dec. 15/09
281 Dec. 15/09
282 Dec. 15/09
283 Dec. 15/09
284 Dec. 15/09
285 Dec. 15/09
286 Dec. 15/09
287 Dec. 15/09
288 Dec. 15/09
289 Dec. 15/09
290 Dec. 15/09
291 Dec. 15/09
292 Dec. 15/09
293 Dec. 15/09
294 Dec. 15/09
295 Dec. 15/09
296 Dec. 15/09
297 Dec. 15/09
298 Dec. 15/09
299 Dec. 15/09
300 Dec. 15/09
301 Dec. 15/09
302 Dec. 15/09
303 Dec. 15/09
304 Dec. 15/09
305 Dec. 15/09
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308 Nov. 15/10
309 Dec. 15/09
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Nov. 15/10

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 5

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-LOEP

CHAPTER
SECTION
SUBJECT PAGE DATE

312 Dec. 15/09
313 Dec. 15/09
314 Dec. 15/09
315 Dec. 15/09
316 Dec. 15/09
317 Dec. 15/09
318 Dec. 15/09
319 Dec. 15/09
320 Dec. 15/09
321 Dec. 15/09
322 Dec. 15/09
323 Dec. 15/09
324 Dec. 15/09
325 Dec. 15/09
326 Dec. 15/09
327 Dec. 15/09
328 Dec. 15/09
329 Dec. 15/09
330 Dec. 15/09
331 Dec. 15/09
332 Dec. 15/09
333 Dec. 15/09
334 Dec. 15/09
335 Dec. 15/09
336 Dec. 15/09
337 Dec. 15/09
338 Dec. 15/09
339 Dec. 15/09
340 Dec. 15/09
341 Dec. 15/09
342 Dec. 15/09
343 Dec. 15/09
344 Dec. 15/09
345 Dec. 15/09
346 Dec. 15/09
347 Dec. 15/09
348 Dec. 15/09
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350 Dec. 15/09
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352 Dec. 15/09
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374 Dec. 15/09
375 Dec. 15/09
376 Dec. 15/09
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378 Dec. 15/09
379 Dec. 15/09
380 Nov. 15/10
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382 Nov. 15/10
383 Nov. 15/10
384 Sep.21/12
385 Sep.21/12
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25-25-00 1 Dec. 15/09
2 Nov. 15/10
3 Nov. 15/10
4 Nov. 15/10
5 Nov. 15/10
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7 Dec. 15/09
8 Dec. 15/09
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27 Dec. 15/09
28 Dec. 15/09
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45 Dec. 15/09
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48 Dec. 15/09
49 Dec. 15/09
50 Dec. 15/09
51 Dec. 15/09
52 Dec. 15/09
53 Dec. 15/09
54 Dec. 15/09
55 Dec. 15/09
56 Dec. 15/09
57 Dec. 15/09
58 Dec. 15/09
59 Dec. 15/09
60 Dec. 15/09
61 Dec. 15/09
62 Dec. 15/09
63 Dec. 15/09
64 Dec. 15/09
65 Dec. 15/09
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66 Dec. 15/09
67 Dec. 15/09
68 Dec. 15/09
69 Dec. 15/09
70 Dec. 15/09
71 Dec. 15/09
72 Dec. 15/09
73 Dec. 15/09
74 Dec. 15/09
75 Dec. 15/09
76 Dec. 15/09
77 Dec. 15/09
78 Dec. 15/09
79 Dec. 15/09
80 Dec. 15/09
81 Dec. 15/09
82 Dec. 15/09
83 Dec. 15/09
84 Dec. 15/09
85 Dec. 15/09
86 Dec. 15/09
87 Dec. 15/09
88 Dec. 15/09
89 Dec. 15/09
90 Dec. 15/09
91 Dec. 15/09
92 Dec. 15/09
93 Dec. 15/09
93 Dec. 15/09
94 Dec. 15/09
95 Dec. 15/09
95 Dec. 15/09
96 Dec. 15/09
97 Dec. 15/09
98 Dec. 15/09
99 Dec. 15/09

100 Dec. 15/09
101 Dec. 15/09
102 Dec. 15/09
103 Dec. 15/09
104 Dec. 15/09
105 Dec. 15/09
106 Dec. 15/09
107 Dec. 15/09
108 Dec. 15/09
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110 Dec. 15/09
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112 Dec. 15/09
113 Dec. 15/09
114 Dec. 15/09
115 Dec. 15/09
116 Dec. 15/09
117 Dec. 15/09
118 Dec. 15/09
119 Dec. 15/09
120 Dec. 15/09
121 Dec. 15/09
122 Dec. 15/09
123 Dec. 15/09
124 Dec. 15/09
125 Dec. 15/09
126 Dec. 15/09
127 Dec. 15/09
128 Dec. 15/09
129 Dec. 15/09
130 Dec. 15/09
131 Dec. 15/09
132 Dec. 15/09
133 Dec. 15/09
134 Dec. 15/09
135 Dec. 15/09
136 Dec. 15/09
137 Dec. 15/09
138 Dec. 15/09
139 Dec. 15/09
140 Dec. 15/09
141 Dec. 15/09
142 Dec. 15/09
143 Dec. 15/09
144 Dec. 15/09
145 Dec. 15/09
146 Dec. 15/09
147 Dec. 15/09
148 Dec. 15/09
149 Dec. 15/09
150 Dec. 15/09
151 Dec. 15/09
152 Dec. 15/09
153 Dec. 15/09
154 Dec. 15/09
155 Dec. 15/09
156 Nov. 15/10
157 Nov. 15/10
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161 Nov. 15/10
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163 Nov. 15/10
164 Nov. 15/10
165 Nov. 15/10
166 Nov. 15/10
167 Nov. 15/10
168 Nov. 15/10
169 Nov. 15/10
170 Nov. 15/10
171 Nov. 15/10
172 Nov. 15/10
173 Nov. 15/10
174 Nov. 15/10
175 Nov. 15/10
176 Nov. 15/10
177 Nov. 15/10
178 Nov. 15/10
179 Nov. 15/10
180 Nov. 15/10
181 Nov. 15/10
182 Nov. 15/10
183 Nov. 15/10
184 Nov. 15/10
185 Nov. 15/10
186 Nov. 15/10

25-30-00 1 Nov. 15/10
2 Dec. 15/09

25-30-00 201 Dec. 15/09
202 Dec. 15/09
203 Dec. 15/09
204 Dec. 15/09

25-40-00 1 Dec. 15/09
2 Dec. 15/09

25-40-00 201 Dec. 15/09
202 Dec. 15/09
203 Dec. 15/09
204 Dec. 15/09

25-60-00 1 Dec. 15/09

Sep.21/12
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2 Dec. 15/09
3 Dec. 15/09
4 Dec. 15/09
5 Dec. 15/09
6 Dec. 15/09

25-60-00 201 Dec. 15/09
202 Dec. 15/09
203 Dec. 15/09
204 Dec. 15/09
205 Dec. 15/09
206 Sep.21/12
207 Dec. 15/09
208 Dec. 15/09
209 Dec. 15/09
210 Dec. 15/09
211 Dec. 15/09
212 Dec. 15/09
213 Dec. 15/09
214 Dec. 15/09
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CHAPTER 25 - EQUIPMENT AND FURNISHINGS
TABLE OF CONTENTS

25

EQUIPMENT AND FURNISHINGS -
Description and Operation 25-00-00 1  

1. General  1  

FLIGHT COMPARTMENT -
Description and Operation 25-10-00 1  

1. General  1  

FLIGHT COMPARTMENT -
Maintenance Practices 25-10-00 201  

1. General  201  

2. Pilot/Copilot Seat - Removal  201  

3. Pilot/Copilot Seat - Installation  201  

4. Flight Compartment Overhead Panel - Removal  203  

5. Flight Compartment Overhead Panel - Installation 203  

6. Pilot Furnishing Lateral Panel - Removal  205  

7. Pilot Furnishing Lateral Panel - Installation  205  

8. Copilot Furnishing Panel - Removal  207  

9. Copilot Furnishing Panel - Installation  207  

10. Pilot/Copilot Seat - Adjustment  209  

11. Pilot/Copilot Shoulder Belts - Adjustment  211  

PASSENGER COMPARTMENT -
Description And Operation 25-20-00 1  

1. General  1  

PASSENGER COMPARTMENT -
Maintenance Practices 25-20-00 201  

1. General  201  

2. PASSENGER COMPARTMENT (OPTIONS)  201  

3. Seating - General informations  201  

4. Seats and Divan - Removal  214  

5. Seats and Divan - Installation  214  
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6.  Large Cabinet - Removal  218  

7. Large Cabinet - Installation  218  

8. Small RH Rear Cabinet - Removal  218  

9. Small RH Rear Cabinet - Installation  218  

10. AFT Cabinet - Removal  222  

11. AFT Cabinet - Installation  222  

12. Cabinet Partition RH (Ferry Flight Configuration) - 
Removal 224  

13. Cabinet Partition LH (Ferry Flight Configuration) - 
Removal 225  

14. Louver - Removal  226  

15. Louver - Installation  226  

16. Sidewall Panel - Removal  230  

17. Sidewall Panel - Installation  230  

18. Right Armrest Panel - Removal  233  

19. Right Armrest Panel - Installation  233  

20. Left Armrest Panel - Removal  235  

21. Left Armrest Panel - Installation  235  

22. Cardtable - Removal  236  

23. Cardtable - Installation  236  

24. Left Rear Partition (Toilet)/Cabin) - Removal  236  

25. Left Rear Partition (Toilet)/Cabin) - Installation  238  

26. Cabinet Toilet Console (OPTIONs) - Removal  238  

27. Cabinet  Toilet Console (OPTIONs) - Installation  241  

28. AFT Vanity Console (OPTIONS) - Removal  241  

29. AFT Vanity Console (OPTIONS) - Installation  243  

30. Cabinet Vanity Closet (OPTIONS) - Removal  247  

31. Cabinet Vanity Closet (OPTIONS) - Installation  247  

32. LH PSU Cover (OPTIONS) - Removal  249  

33. LH PSU Cover (OPTIONS) - Installation  249  

34. RH PSU Cover (OPTIONS) - Removal  250  

35. RH PSU Cover (OPTIONS) - Installation  254  

36. Floor Carpet - Removal  254  

37. Floor Carpet - Installation  254  

38. Aisle Return Air Diffuser - Removal  254  

39. Aisle Return Air Diffuser - Installation  258  

40. Headliner - Removal  261  
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41. Headliner - Installation  261  

42. Stretcher - Removal  263  

43. Stretcher - Installation  263  

44. Base Unit - Removal  263  

45. Base Unit - Installation  264  

46. Stretcher / Base Unit - Maintenance  264  

47. Seat and Safety Belts - Inspection  266  

48. Lower Seat Cover (Ferry Flight Configuration) - 
Removal 266  

49. Box Cover Outflow Valve (Ferry Flight 
Configuration) -Removal 267  

50. Floor Panels (Ferry Flight Configuration) - Removal 268  

51. Temperature Sensor Support (Ferry Flight 
Configuration) - Removal 269  

52. Evaporator Air Duct (Ferry Flight Configuration) - 
Removal 270  

53. Lower Cockpit Panels (Ferry Flight Configuration) - 
(Removal) 271  

1.  PASSENGER COMPARTMENT (NORDAM)  272  
2. General  272  

3. Rear Sideledge Panel (NORDAM) - Removal  272  

4. Rear Sideledge Panel (NORDAM) - Installation  273  

5. Game Table (NORDAM) - Removal  276  

6. Game Table (NORDAM) - Installation  276  

7. Forward LH Sideledge Panel (NORDAM 
Corporate 1) - Removal 278  

8. Forward LH Sideledge Panel (NORDAM 

Corporate 1) - Installation 278  

9. Forward LH Sideledge Panel (NORDAM
 Corporate 2, 3 - Removal  280  

10. Forward LH Sideledge Panel (NORDAM 
Corporate 2, 3 - Installation  280  

11. Forward RH Sideledge Panel (NORDAM 
Corporate 1, 3 - Removal  282  

12. Forward RH Sideledge Panel (NORDAM 
Corporate 1, 3 - Installation  282  

13. Forward RH Sideledge Panel (NORDAM 
Corporate 2) - Removal  284  

14. Forward RH Sideledge Panel (NORDAM 
Corporate 2) - Installation  284  
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15. RH Sidewall Panel (NORDAM) - Removal  286  

16. RH Sidewall Panel (NORDAM) - Installation  286  

17. LH Sidewall Panel (NORDAM) - Removal  288  

18. LH Sidewall Panel (NORDAM) - Installation  288  

19. RH PSU Cover (NORDAM) (Corporate 1, 3) -
 Removal  290  

20. RH PSU Cover (NORDAM) (Corporate 1, 3) - 
Installation  290  

21. RH PSU Cover (NORDAM) (Corporate 2) - 
Removal  293  

22. RH PSU Cover (NORDAM) (Corporate 2) - 
Installation  293  

23. LH PSU Cover (NORDAM) - Removal  296  

24. LH PSU Cover (NORDAM) - Installation  296  

25. Headliner (NORDAM) - Removal  299  

26. Headliner (NORDAM) - Installation  299  

27. Emergency Door Panel - (NORDAM) - Removal  301  

28. Emergency Door Panel - (NORDAM) - Installation 301  

29. Upper Cabin Door Panel (NORDAM) - Removal  303  

30. Upper Cabin Door Panel (NORDAM) - Removal  303  

31. Windows Shades (NORDAM) - Removal  305  

32. Windows Shades (NORDAM) - Installation  305  

33. Evaporator Cover Box (NORDAM) - Removal  307  

34. Evaporator Cover Box (NORDAM) - Installation  307  

35. LH Rear Partition (NORDAM) - Removal  309  

36. LH Rear Partition (NORDAM) - Installation  309  

37. Toilet Seat (NORDAM) - Removal  311  

38. Toilet Seat (NORDAM) - Installation  311  

39. Seat belt Toilet - Removal  313  

40. Seat belt Toilet - Installation  313  

41. Lavatory Sidewall Panel (NORDAM) - Removal  315  

42. Lavatory Sidewall Panel (NORDAM) - Installation 315  

43. Lavatory PSU Cover (NORDAM) - Removal  317  

44. Lavatory PSU Cover (NORDAM) - Installation  317  

45. Toilet Seat Support (NORDAM) - Removal  319  

46. Toilet Seat Support (NORDAM) - Installation  319  

47. Panel Assembly Header (NORDAM) - Removal  321  
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48. Panel Assembly Header (NORDAM) - Installation 321  

49. Lavatory Ceiling Panel (NORDAM) - Removal  323  

50. Lavatory Ceiling Panel (NORDAM) - Installation  323  

51. Rear Bulkhead Panel Assembly (NORDAM) - 
Removal 325  

52. Rear Bulkhead Panel Assembly (NORDAM) - 
Installation 325  

53. RH Rear Storage Cabinet (NORDAM)- Removal  327  

54. RH Rear Storage Cabinet (NORDAM) - 
Installation 327  

55. RH Rear Partition (NORDAM) - Removal  329  

56. RH Rear Partition (NORDAM) - Installation  329  

57. RH Forward Partition (NORDAM) - Removal  331  

58. RH Forward Partition (NORDAM) - Installation  331  

59. LH Forward Partition (NORDAM) - Removal  333  

60. LH Forward Partition (NORDAM) - Installation  333  

61. Lavatory Closet Assembly (NORDAM) - Removal  335  

62. Lavatory Closet  Assembly (NORDAM) - 
Installation 336  

63. Rear Courtesy Lavatory Assembly (NORDAM) - 
Removal 343  

64. Rear Courtesy Lavatory Assembly (NORDAM) - 
Installation 343  

65. Backsplash Panel (NORDAM) - Remova  345  

66. Backsplash Panel (NORDAM) - Installation  345  

67. One Stretcher Configuration (NORDAM 
Corporate 1) - Removal 347  

68. One Stretcher Configuration (NORDAM 
Corporate 1) - Installation 347  

69.  Two Stretcher Configuration (NORDAM 
Corporate 1) - Removal 352  

70. Two Stretcher Configuration (NORDAM 
Corporate 1) - Installation 353  

71.  One Stretcher Configuration (NORDAM 
Corporate 2) - Removal 358  

72. One Stretcher Configuration (NORDAM 
Corporate 2) - Installation 358  

73. Two Stretcher Configuration (NORDAM 
Corporate 2) - Removal 363  
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74. Two Stretcher Configuration (NORDAM 
Corporate 2) - Installation 364  

75. One Stretcher Configuration (NORDAM 
Corporate 3) - Removal 369  

76. One Stretcher Configuration (NORDAM 
Corporate 3) - Installation 369  

77. Two Stretcher Configuration (NORDAM 
Corporate 3) - Removal 374  

78. Two Stretcher Configuration (NORDAM 
Corporate 3) - Installation 375  

79.  Right Hand Divan Floor Drawer Assembly - 
Removal 380  

80. Right hand divan floor drawer Assembly - 
Installation 380  

81.  Left  Hand Divan Floor Drawer Assembly- 
Removal  382  

82. Left  Hand Divan Floor Drawer Assembly- 
Installation 382  

83.  Outflow Valves Composite Protection Covers - 
Removal 384  

84.  Outflow Valves Composite Protection Covers - 
Installation 384  

PASSENGER COMPARTMENT -
CHANGING CONFIGURATION 25-25-00 1  

1. General  1  

2. Configuration Change  2  

BUFFET/GALLEY -
Description and Operation 25-30-00 1  

1. General  1  

BUFFET/GALLEY -
Maintenance Practices 25-30-00 201  

1. General  201  

2. Refreshment Cabinet - Removal  201  

3. Refreshment Cabinet - Installation  201  

4. LH Refreshment cabinet with "MAPCO" water 
warmer - Removal 203  
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5. LH Refreshment cabinet with "MAPCO" water 
warmer - Installation 203  

LAVATORY -
Description and Operation 25-40-00 1  

1. General  1  

2. Description  1  

3. Operation  1  

LAVATORY -
Maintenance Practices 25-40-00 201  

1. Removable Tank - Removal  201  

2. Removable Tank - Installation  201  

3. Toilet - Removal  203  

4. Toilet - Installation  203  

EMERGENCY EQUIPMENT -
Description and Operation 25-60-00 1  

1. General  1  

2. Operation  1  

EMERGENCY EQUIPMENT -
Maintenance Practices 25-60-00 201  

1. General  201  

2. ELT Transmitter Assy- Removal  201  
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EQUIPMENT AND FURNISHINGS - DESCRIPTION AND OPERATION 25-00 -
00

1. General

A. The equipment and furnshings described in this chapter are those items related to
comfort, convenience and safety of the passenger and the crew. 

B. Each piece of furnishing is dealt with in its own section within this chapter, as
follows:

25-10-00 Flight Compartment 

25-20-00 Passenger Compartment 

25-30-00 Galley

25-40-00 Lavatory

25-60-00 Emergency Equipment. 
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FLIGHT COMPARTMENT - DESCRIPTION AND OPERATION 25-10-00

1. General

A. The flight compartment has accomodation for dual flight controls, instruments,
and electrical and electronic control panels conveniently located for crew
accessibility. Upholstered seats are provided for pilot and copilot. The seats are
adjustable horizontally and vertically, and the seat back may be adjusted to any
reclined position between fully upright and 10° recline. 
The arms of each seat are movable to up and down position. The armrest angle
may be adjusted either up or down (2° up from level position and 10° down) by
twisting the knob located in the front end of the arm. Only the aisle arm need to be
recessed behind the back. The outboard arm may just lay against the bulkhead
behind the chair without damage to either the arm or the bulkhead. Each seat is
provided with a lap type and shoulder harness safety belt equipped with quick-
release buckles. 
Each seat is mounted on two parallel tracks, bolted to the compartment floor
structure which allows the seat to move forward or rearward. The wall and the
ceiling of the flight compartment are furnished with two lateral and one overhead
panels. 

B. The flight compartment is divided from the passenger compartment by a two-half
bulkhead. At the lower side of the left half bulkhead, towards the flight
compartment a CD driver is located. This cabinet with its removable partition
contains a fire extinguisher and additional chart storage. Another crew storage is
installed at the lower side of the right half bulkhead, towards the passenger
compartment. This cabinet with its removable partition has space for a full
complement of flight manuals and charts.
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FLIGHT COMPARTMENT - MAINTENANCE PRACTICES

1. General

A. The pilot and copilot seat is designed with a floor tracking system which provides
longitudinal travel for the entire chair. The chair attaches to the airplane by four
"claws" which lock the seat in the lateral and vertical directions and two
retractable bolts which lock the seat in the longitudinal direction. 

B. The floor tracking system for the crew seats is designed to attach to a "T" shaped
extruded seat rail that is .396 inch high with a .512 inch wide top flange. Some
holes are drilled in the center of the top flange of both seat rails to provide
engagement points for the floor tracking locking bolts. 

C. The restraint systems inertial reel is equipped with independently functioning and
manual locking mechanism. The reel provides freedom of movement until a
predetermined "G" force locks it positively. When the tension is removed from the
belt, the original free movement is reinstated. 

2. Pilot/Copilot Seat - Removal  (Ref. to Fig. 201)

A. Procedure

(1) Remove the forward rail stops (1). 
(2) Rotate the floor tracking control handle (2) to retract the locking bolts (3). This

handle is located on the inboard side of the seat near the back of the chair. 
(3) Slide the seat forward and disengage the four claws (4, 5) from the forward end

of the seat rails. 
(4) Remove the seat. 

3. Pilot/Copilot Seat - Installation  (Ref. to Fig. 201)

A. Procedure 

NOTE: Check the torque on all hardware in attachment claws. The two upper bolts
(8, 9) should be torqued to 25 in.lbs. The lower bolt which contains the roller
should be torqued to 60 in.lbs. 

(1) Fit the rear claws (4) into the slots in the seat rails. 
(2) Rotate the floor tracking control handle (2) to retract the locking bolts (3). 
(3) Slide the seat rearward and engage the forward claws (5) into the forward end

of the seat rails. 
(4) Release the control handle (2) and slide the chair rear until the locking bolts (3)

engage in the holes provided in the seat rails. 
(5) Reinstall the rail stops (1).   
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Fig. 201 - Pilot and Copilot Seat - Removal/Installation
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4. Flight Compartment Overhead Panel - Removal  (Ref. to Fig. 202)

A. Referenced Information 

Maintenance Manual Chapter 33-13-00 

B. Procedure 

(1) Open, tag and safety this circuit breaker: 
Main Junction Box (Baggage Compartment) CB Panel 

ENTRY / BAGGAGE LT  

(2) Remove the visors (1). 
(3) Support the overhead panel (2) and remove the four screws (3) which secure the

panel to the flight compartment roof. 
(4) Disconnect the two crew light connectors (Refer to 33-13-00). 
(5) Remove the overhead panel (2). 

5. Flight Compartment Overhead Panel - Installation  (Ref. to Fig. 202)

A. Referenced Information 

Maintenance Manual Chapter 33-13-00 

B. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breaker is open, tagged and safetied 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) Install the crew lights (Refer to 33-13-00). 
(3) Install the overhead panel (2) and secure with the screws (3). 
(4) Install the visors (1). 
(5) Remove the safety tag and close this circuit breaker: 

Main Junction Box (Baggage Compartment) CB Panel 

ENTRY / BAGGAGE LT  

(6) Check the operation of the crew lights (Refer to 33-13-00).   
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Fig. 202 - Flight Compartment Overhead Panel - Removal/Installation
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6. Pilot Furnishing Lateral Panel - Removal  (Ref. to Fig. 203)

A. Referenced Information 

Maintenance Manual Chapter 23-50-00 
Maintenance Manual Chapter 35-10-00 

B. Procedure 

(1) Remove the screws (5) which attach the panel (1) to the wall (pilot side). 
(2) Remove the oxygen mask (Refer to Chapter 35-10-00). 
(3) Remove the oxygen selector (Refer to Chapter 35-10-00). 
(4) Remove the oxygen jack (Refer to Chapter 35-10-00). 
(5) Remove the oxygen microphone jack (Refer to Chapter 23-50-00). 
(6) Remove the hand microphone jack (Refer to Chapter 23-50-00). 
(7) Remove the headset jack (Refer to Chapter 23-50-00). 
(8) Remove the panel (1). 

7. Pilot Furnishing Lateral Panel - Installation  (Ref. to Fig. 203)

A. Referenced Information 

Maintenance Manual Chapter 23-50-00 
Maintenance Manual Chapter 35-10-00 

B. Procedure 

(1) Install the headset jack (Refer to Chapter 23-50-00). 
(2) Install the hand microphone jack (Refer to Chapter 23-50-00). 
(3) Install the oxygen microphone jack (Refer to Chapter 23-50-00). 
(4) Install the oxygen jack (Refer to Chapter 35-10-00). 
(5) Install the oxygen selector (Refer to Chapter 35-10-00). 
(6) Install the oxygen mask (Refer to Chapter 35-10-00). 
(7) Attach the panel (1) to the wall pilot side.   
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Fig. 203 - Pilot Furnishing Panel - Removal/Installation
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8. Copilot Furnishing Panel - Removal  (Ref. to Fig. 204)

A. Referenced Information 

Maintenance Manual Chapter 23-50-00 
Maintenance Manual Chapter 35-10-00 

B. Procedure 

(1) Remove the screws (5) which attach the panel (1) to the wall (pilot side). 
(2) Remove the oxygen mask (Refer to Chapter 35-10-00). 
(3) Remove the oxygen jack (Refer to Chapter 35-10-00). 
(4) Remove the oxygen microphone jack (Refer to Chapter 23-50-00). 
(5) Remove the hand microphone jack (Refer to Chapter 23-50-00). 
(6) Remove the headset jack (Refer to Chapter 23-50-00). 
(7) Remove the panel (1). 

9. Copilot Furnishing Panel - Installation  (Ref. to Fig. 204)

A. Referenced Information 

Maintenance Manual Chapter 23-50-00 
Maintenance Manual Chapter 35-10-00 

B. Procedure 

(1) Install the headset jack (Refer to Chapter 23-50-00). 
(2) Install the hand microphone jack (Refer to Chapter 23-50-00). 
(3) Install the oxygen microphone jack (Refer to Chapter 23-50-00). 
(4) Install the oxygen jack (Refer to Chapter 35-10-00). 
(5) Install the oxygen mask (Refer to Chapter 35-10-00). 
(6) Install the panel (1) to the wall copilot side. 
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Fig. 204 - Copilot Furnishing Lateral Panel - Removal/Installation
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10. Pilot/Copilot Seat - Adjustment   (Ref. to Fig. 205)

A. Procedure 

(1) Move the pilot or copilot seat using the floor tracking as follows: 
(a) Rotate the floor tracking control handle to the retracted position. This

handle is located on the inboard side of the seat near the back of the chair
just above the seat track. 

(b) Move the seat to the desired position. 
(c) Release the control handle and move the seat forward or rearward until

the locking bolts engage the holes in the seat rails. 

(2) Adjust the height of the seat as follows: 
(a) Pull the handle lever located on the end of the vertical adjustment lever.

This lever is located on the outboard side of the seat. 
(b) With the handle lever pulled, raise the seat to the desired height by

pushing downward on the adjustment lever. To lower the seat, pull up on
the adjustment lever. Release the handle lever to seat adjustment to the
desired height. 

(3) Adjust the seat back as follows: 
(a) Rotate the control knob clockwise to recline and counter-clockwise to raise.

The back recline control knob is located on the inboard side of the seat
near the base of the back.   
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Fig. 205 - Pilot and Copilot Seat - Adjustment
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11. Pilot/Copilot Shoulder Belts - Adjustment  (Ref. to Fig. 206)

A. Procedure 

(1) The shoulder belts may be adjusted to the desired tension as follows: 
(a) Adjust the shoulder belts to the desired tension. 
(b) Lock in this position by pushing the locking handle forward. 

NOTE: The locking handle is located on the inboard side of the seat pan. 

(c) The manual adjustment is released by pulling the handle back.
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Fig. 206 - Pilot and Copilot Shoulder Belts
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PASSENGER COMPARTMENT - DESCRIPTION AND OPERATION 25-20-00

1. General

A. This section covers the standard and optional configuration for the passenger
compartment. 

B. The standard passenger compartment (Ref. to Fig. 1) is certified for a maximum of
seven passenger seats, six in the passenger compartment and one in the lavatory
when the optional T.O. & LND lavatory seat is installed. 
This configuration consists of: 

– Three FORWARD FACING SEATs (2, 5, 6) 
– Two AFT  FACING SEAT (3, 4) 
– A ONE PLACE DIVAN (1) 
– An AUXILIARY LAVATORY SEAT (7) 
– Two FOLDING TABLEs 
– Two Optional PYRAMID CABINETS (LH & RH) 
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET. 

    

Fig. 1 - Standard Passenger Compartment Configuration
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C. The option # 1 passenger compartment (Ref. to Fig. 2) is certified for a maximum of
eight passenger seats, seven in the passenger compartment and one in the lavatory
when the optional belted lavatory seat is installed. 
This configuration consists of: 

– Two FORWARD FACING SEATs (6, 7) 
– Two AFT  FACING SEATs (4, 5) 
– A TWO PLACE DIVAN (1, 3) 
– A ONE PLACE DIVAN (2) 
– An AUXILIARY LAVATORY SEAT (8) 
– Two FOLDING TABLEs 
– Two Optional PYRAMID CABINETS (LH & RH) 
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET. 

     

Fig. 2 - Option # 1 Passenger Compartment Configuration
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D. The option # 2 passenger compartment (Ref. to Fig. 3) is certified for a maximum of
six passenger seats in the passenger compartment and one in the lavatory when
the optional belted lavatory seat is installed.  
This configuration consists of: 

– Four FOWARD FACING SEAT (1, 2, 5, 6) 
– TwO AFT FACING SEAT (3, 4) 
– An AUXILIARY LAVATORY SEAT (7) 
– Two FOLDING TABLEs 
– Two Optional PYRAMID CABINETS (LH & RH) 
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET.

     

Fig. 3 - Option # 2 Passenger Compartment Configuration

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 4

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

E. The option # 10 "HIGH DENSITY" passenger compartment (Ref. to Fig. 4) is
certified for a maximum of seven passenger seats in the passenger compartment
and one in the lavatory when the optional belted lavatory seat is installed. 
This configuration consists of: 

– Seven FORWARD FACING SEAT (1, 2, 3, 4, 5, 6, 7) 
– An AUXILIARY LAVATORY SEAT (8). 

     

Fig. 4 - Option # 10 "HIGH DENSITY" Passenger Compartment Configuration

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 5

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

F. The option # 14 "COMBI" passenger  compartment  (Ref. to Fig. 5) is  certified  for
a maximum of two passenger seats in the passenger compartment and one in the
lavatory when the optional belted lavatory seat is installed. 
This configuration consists of: 

– Two FORWARD FACING SEAT (1, 2) 
– An AUXILIARY LAVATORY SEAT (3) 
– A CARGO COMPARTMENT. 

     

Fig. 5 - Option # 14 "COMBI" Passenger Compartment Configuration
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G. The option # 13 "CARGO" passenger compartment (Ref. to Fig. 6) is certified for
one passenger seat in the lavatory when the optional belted lavatory seat is
installed.
This configuration consists of: 

– An AUXILIARY LAVATORY SEAT 
– A CARGO COMPARTMENT.

     

Fig. 6 - Option # 13 "CARGO" Passenger Compartment Configuration
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H. The option # 12  "AMBULANCE"  (Configuration "A" - Egan Aviation Piaggio Kit
P/N 80KM00005) passenger compartment (Ref. to Fig. 7). 
This configuration consists of: 

– A FORWARD FACING SEAT (3) 
– An AUXILIARY LAVATORY SEAT (4) 
– Two STRETCHER (1, 2).

     

Fig. 7 - Option # 12 "AMBULANCE" Configuration A
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I. The option # 12 "AMBULANCE" (Configuration "B"-  LifePort Inc. Piaggio Kit P/N
80KM00008) passenger compartment (Ref.  to Fig. 8). 
This configuration consists of: 

– A "2 PLUS CABINET UNIT"
– A "PATIENT HADLING SYSTEM"
– A "PLUS HANDLE ASSEMBLY"
– A "STRETCHER" (1, 2)
– An "AMBULANCE PLATE KIT"
– A "LOAD RAMP"
– A FORWARD FACING SEAT (3) 
– An AUXILIRY LAVATORY SEAT (4)

     

Fig. 8 - Option # 12 "AMBULANCE" Configuration B
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J. The option # 19 passenger compartment (Ref. to Fig. 9) is certified for a maximum
of five passenger seats and a two place divan in the passenger compartment and
one in the lavatory when the optional belted lavatory seat is installed.  
This configuration consists of: 

– Three FOWARD FACING SEAT  (2, 6, 7) 
– Two AFT FACING SEAT (4, 5) 
– A TWO PLACE DIVAN (1, 3)
– An AUXILIARY LAVATORY SEAT (8) 
– Two FOLDING TABLEs 
– Two Optional PYRAMID CABINETS (LH & RH) 
– A CABIN BAGGAGE COMPARTMENT 
–

Fig. 9 - Option # 19 Passenger Compartment Configuration
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K. The option # 20 "AMBULANCE" -  LifePort Inc. Piaggio Kit P/N 80-909827-803)
passenger compartment (Ref.  to Fig. 10). 
This configuration consists of: 

–  A FORWARD FACING SEAT (Light) (6) 
– An AUXILIARY LAVATORY SEAT (7) 
– Two FORWARD FACING SEAT (8, 9) 
– A STRETCHER (4). 
– A LOAD RAMP (1)
– A ONE PLACE DIVAN (10)
– An OXIGEN BOTTLE (3)
– THE ELECTROMEDICAL LIFE PORT SYSTEM (5)
– A PLUS UNIT (2)

Fig. 10 - Option 20" AMBULANCE Configuration
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L. The option # 21 "AMBULANCE" -  (LifePort Inc. Piaggio Kit P/N 80-909827-805)
passenger compartment (Ref.  to Fig. 11). 
This configuration consists of: 

–  A FORWARD FACING SEAT (Light) (6) 
– An AUXILIARY LAVATORY SEAT (7) 
– Two STRETCHERs (4,8). 
– A LOAD RAMP (1)
– A ONE PLACE DIVAN (9)
– An OXIGEN BOTTLE (3)
– THE ELECTROMEDICAL LIFE PORT SYSTEM (5)
– A PLUS UNIT (2)

Fig. 11 - Option 21" AMBULANCE Configuration
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M. The Corporate 1 passenger compartment (Ref.  to Fig. 12). 
This configuration consists of: 

– Two FORWARD FACING SEATs  
– Two AFT  FACING SEATs 
– A TWO PLACE DIVAN 
– A ONE PLACE DIVAN 
– An AUXILIARY LAVATORY SEAT
– Two FOLDING TABLEs 
– Different Optional CABINETS
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET.
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Fig. 12 - Corporate 1 Configuration
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N. The Corporate 2 passenger compartment (Ref.  to Fig. 13). 
This configuration consists of: 

– FOUR FORWARD FACING SEATs  
– TWO AFT  FACING SEATs  
– A ONE PLACE DIVAN 
– AN AUXILIARY LAVATORY SEAT
– TWO FOLDING TABLEs 
– DIFFERENT OPTIONAL CABINETs
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET
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.

Fig. 13 - Corporate 2 Configuration
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O. The Corporate 3 passenger compartment (Ref.  to Fig. 14). 
This configuration consists of: 

– THREE FORWARD FACING SEATs  
– TWO AFT  FACING SEATs  
– A TWO PLACE DIVAN 
– AN AUXILIARY LAVATORY SEAT
– TWO FOLDING TABLEs 
– DIFFERENT OPTIONAL CABINETs
– A CABIN BAGGAGE COMPARTMENT
– A REFRESHMENT CABINET
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.

Fig. 14 - Corporate 3 Configuration
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P. The Corporate 1  A1 passenger compartment (Ref.  to Fig. 15). 
This configuration consists of: 

– A "2 PLUS CABINET UNIT"
– A "PATIENT HADLING SYSTEM"
– A "PLUS HANDLE ASSEMBLY"
– A "STRETCHER"
– An "AMBULANCE PLATE KIT"
– A "LOAD RAMP"

Fig. 15 - Corporate 1 A1 Configuration
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Q. The Corporate 1 A2 passenger compartment (Ref.  to Fig. 16). 
This configuration consists of: 

– TWO "2 PLUS CABINET UNIT"
– TWO "PATIENT HADLING SYSTEM"
– TWO "PLUS HANDLE ASSEMBLY"
– TWO "STRETCHER"
– TWO "AMBULANCE PLATE KIT"
– A "LOAD RAMP".

Fig. 16 - Corporate 1 A2  Configuration
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R. The Corporate 2 A1 passenger compartment (Ref.  to Fig. 17). 
This configuration consists of: 

– A "2 PLUS CABINET UNIT"
– A "PATIENT HADLING SYSTEM"
– A "PLUS HANDLE ASSEMBLY"
– A "STRETCHER"
– An "AMBULANCE PLATE KIT"
– A "LOAD RAMP".

Fig. 17 - Corporate 2 A1 Configuration
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S. The Corporate 2 A2 passenger compartment (Ref.  to Fig. 18). 
This configuration consists of: 

– TWO "2 PLUS CABINET UNIT"
– TWO "PATIENT HADLING SYSTEM"
– TWO "PLUS HANDLE ASSEMBLY"
– TWO "STRETCHER"
– TWO "AMBULANCE PLATE KIT"
– A "LOAD RAMP.

Fig. 18 - Corporate 2 A2 Configuration
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T. The Corporate 3 A1 passenger compartment (Ref.  to Fig. 19). 
This configuration consists of: 

– A "2 PLUS CABINET UNIT"
– A "PATIENT HADLING SYSTEM"
– A "PLUS HANDLE ASSEMBLY"
– A "STRETCHER"
– An "AMBULANCE PLATE KIT"
– A "LOAD RAMP

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 23

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

.

Fig. 19 - Corporate 3 A1 Configuration
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U. The Corporate 3 A2 passenger compartment (Ref.  to Fig. 20). 
This configuration consists of: 

– TWO "2 PLUS CABINET UNIT"
– TWO "PATIENT HADLING SYSTEM"
– TWO "PLUS HANDLE ASSEMBLY"
– TWO "STRETCHER"
– TWO "AMBULANCE PLATE KIT"
– A "LOAD RAMP"

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 25

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

.

Fig. 20 - Corporate 3 A2 Configuration
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V. The option "FERRY FLIGHT CONFIGURATION" -  (Piaggio Kit P/N 80KV00002)
passenger compartment (Ref.  to Fig. 21). 
This configuration consists of: 

– Lower Seat Cover
– Temperature sensor support
– Box Cover Outflow Valve LH and RH
– Floor Panels
– Evaporator Air Duct
– Lower Cockpit Panel LH and RH
– Cabinet Partition LH
– Cabinet Partition RH
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Fig. 21 - FERRY FLIGHT - Configuration 
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INTENTIONALLY LEFT BLANK
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PASSENGER COMPARTMENT - MAINTENANCE PRACTICES

1. General

A. This Chapter describes the maintenace practices necessary to restore the flight
conditions of the aircraft. The chapter has two parts:

(1) The first part details the maintenance practices of the OPTIONs configuration,
[Refer to 2“PASSENGER COMPARTMENT (OPTIONS)” on page 201"].

(2) The second part details  the maintenance practices of the "NORDAMs"
configuration. [Refer to 2“PASSENGER COMPARTMENT (NORDAM)” on
page 272]"
For more details about the Nordam Configuration Maintenance practices  refer
to the applicable Component Maintenance Manuals.

2. PASSENGER COMPARTMENT (OPTIONS)

3. Seating - General informations

A. Forward and aft facing seats are provided with a shoulder harness for takeoff and
landing. They have nineteen and one half inches between armrest and are
ergonomically designed to fit a large cross section of the population. The seats
recline 20° and has swivel 360 degrees, track forward and aft eight inches and
move inboard four inches. The armrest contains individual controls for cabin
lights, reading lights and table light. 

B. The one place divan has inertial reel shoulder harness and life vest storage
provisions. On the cabinet to the right of the divan there are the air, light and
entertainment headset controls. 

C. The RH two place divan has inertial reel shoulder harnesses and life vest storage
provisions. On the cabinet to the right of the divan there are the air, light and
entertainment headset controls. 

D. The LH two place divan has inertial reel shoulder harnesses and life vest storage
provisions. On the bulkhead toward the flight compartment there are the air, light
and entertainment headset controls. 

E. Refer to the following illustration for the correct location of the seats and the divan.                       
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Fig. 201 - PASSENGER SEATING Sheet (1 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (2 of 12)

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 204

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

Fig. 201 - PASSENGER SEATING Sheet (3 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (4 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (5 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (6 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (7 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (8 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (9 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (10 of 12)
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Fig. 201 - PASSENGER SEATING Sheet (11 of 12)
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Fig. 201 - PASSENGER SEATING sheet (12 of 12)
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4. Seats and Divan - Removal  (Ref. to Fig.202 and Fig. 203)

A. Referenced Information 

Maintenance Manual Chapter 24-00-00 

B. Procedure 

NOTE: The procedures described in this paragraph are identical for all the
configurations.

NOTE: Do not do steps 1 and 6 when you remove the three place divan. 

(1) Remove the electrical power (Refer to 24-00-00). 
(2) Remove the covers located at the base of the chair.
(3) Loosen the jam nuts and remove the anchor studs from the seat track slots. 
(4) Move the chair forward or aft until it is possible to remove the chair from the

tracks.
(5) Move upward the chair slowly until it is possible to disconnect the electrical

connectors.
(6) Disconnect the electrical connector. 
(7) Remove the chair.

5. Seats and Divan - Installation  (Ref. to Fig. 202 and Fig. 203)

A. Referenced Information 

Maintenance Manual Chapter 24-00-00 

B. Procedure 

NOTE: The procedures described in this paragraph are identical for all
configurations.

NOTE: Do not do steps 1 and 6 when you install the three place divan. 

(1) Make sure as necessary that: 
– There is not electrical power on the airplane 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) Set the pedestal or the complete chair on top of the set track in the desired
location in the airplane. Adjust the studs until all rest flat is on the surface of
the tracks.

(3) Connect the electrical connector. 

CAUTION: FAILURE TO FOLLOW THIS PROCEDURE MAY CAUSE
WARPING WHICH PREVENTS PROPER MOTION AND/OR
LOCK-UP OF THE CHAIR. 

(4) Set the pedestal anchor studs into the set track slots and tighten jam nuts. 
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(5) Install the covers located at the base of the chair. 
(6) Make sure the electrical power is available (Refer to 24-00-00).          

Fig. 202 - Forward and Aft Facing Seat - Removal/Installation
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Fig. 203 - Two and Three Place Divan - Removal/Installation
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Fig. 204 - One Place Divan - Removal/Installation
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6.  Large Cabinet - Removal (Ref. to Fig. 205)

A. Procedure

(1) Remove the oxygen vessel.
(2) Open the access door (1) to gain access to the large cabinet tie rod (2).
(3) Remove the seager (3), then slide out the pin (4) from the tie rod bracket (5).
(4) Remove the screws (6) that secure the Large Cabinet (7) to the proper support

(8).
(5) Remove the Large Cabinet with the oxygen vessel cage.

7. Large Cabinet - Installation  (Ref. to Fig. 205)

A. Procedure

(1) Place the Large Cabinet (7) with the oxygen vessel cage to the proper position
on the its own support (8).

(2) Connect the Large Cabinet to the support with screws (6) without tighten the
screws.

(3) Insert the tie rod eye end (9) in the bracket (5), then insert the pin (4) and secure
it by the seager (3).

(4) Secure the Large Cabinet to the support (8) tighten the screws (6).

8. Small RH Rear Cabinet - Removal  (Ref. to Fig. 205)

A. Procedure

(1) Open, tag and safety this circuit breaker:  

(2) Remove the Small RH Rear Cabinet lower drawer (4).
(3) Remove the four bolt (2) and the four washer (3) that secure the Small RH Rear

Cabinet (1) to the ancra fittings (6).
(4) Slide out the Small RH Rear Cabinet from its own position until is possible to

reach the electrical connector (5) located to upper drawer rear side.
(5) Disconnect the electrical connector (5).

9. Small RH Rear Cabinet - Installation  (Ref. to Fig. 205)
(1) Place the Small RH Rear Cabinet (1) with the upper drawer to the proper

position.
(2) Connect the electrical connector (5) to the Small RH Rear Cabinet (1).
(3) Secure the Small RH Rear Cabinet to the ancra fitting (6) with washer (3) and

bolt (2).
(4) Install the Small RH Rear Cabinet lower drawer (4).
(5) Remove the safety tag close the GALLEY circuit breaker located in the vanity

AFT cabinet.        

Vanity AFT Cabinet

GALLEY
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Fig.205 - Large Cabinet - Removal/Installation (Sheet 1 of 2) 

Dec. 15/09

International AeroTech Academy For Training Purpose Only



EFFECTIVITY: Page 220

PIAGGIO P.180 AVANTI II
MAINTENANCE MANUAL

25-20-00

Fig. 205 - Large Cabinet - Removal/Installation (Sheet 2 of 2) 
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Fig. 206 - Small RH Rear Cabinet - Removal/Installation
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10. AFT Cabinet - Removal (Ref. to Fig. 207)

A. Referenced Information 

Maintenance Manual Chapter 24-00-00 

B. Procedure

(1) Remove the electrical power (Refer. to  24-00-00).
(2) Remove the Small RH Rear Cabinet as described in this section.
(3) Remove the four screw that fasten the AFT cabinet upper panel (1) to the AFT

cabinet (2).
(4) Remove the seager (3), then slide out the pin (4) from the tie rod bracket (5).
(5) Remove the screws (9) located on the AFT Cabinet internal right side that

secure the lateral panel (11) to the AFT cabinet wall.
(6) Open the lateral panel (11) and disconnect all the electrical connectors.
(7) Remove the AFT cabinet lower panel (12).
(8) Remove the four screws (10) that secure the AFT cabinet to the seat tracks (13)
(9) Remove the screw (8) that fasten the AFT cabinet rear side to the airplane

structure
(10) Remove the AFT cabinet (2) with the lateral panel (11).

11. AFT Cabinet - Installation (Ref. to Fig. 207)

A. Referenced Information 

Maintenance Manual Chapter 24-00-00 

B. Procedure

(1) Place the AFT cabinet (2) with the lateral panel (11) in the proper position.
(2) Connect the AFT Cabinet to the seat tracks (13) with screws (10) without

tighten the screws.
(3) Insert the tie rod eye end (7) in the bracket (5), then insert the pin (4) and secure

it by the seager (3).
(4) Install the screw (8) that secure the AFT cabinet rear side to the airplane

structure
(5) Connect all the electrical connectors located rear to the lateral panel (11).
(6) Close the lateral panel and fasten it to the AFT cabinet side wall with screws

(9).
(7) Secure the AFT Cabinet to the seat tracks (13) tighten the screws (10).
(8) Install the AFT Cabinet Upper Panel (1).
(9) Install the AFT Cabinet Lower Panel (12).
(10) Install the Small RH Rear Cabinet as described in this section.
(11) Make sure the electrical power is available (Refer. to  24-00-00).
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Fig. 207 - AFT Cabinet - Removal / Installation 
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12. Cabinet Partition RH (Ferry Flight Configuration) - Removal(Ref. to Fig. 208)

A. Procedure

(1) Remove the drawers.
(2) Loosen the four screws that secure the RH Cabinet Partition to the seat tracks.
(3) Remove the RH Cabinet Partition.
(4) Remove the four Anchor Nut from the seat tracks.

Fig. 208 - Cabinet Partition RH (Ferry Flight Configuration) - Removal
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13. Cabinet Partition LH (Ferry Flight Configuration) - Removal (Ref. to Fig. 209)

A. Procedure

(1) Remove the drawer.
(2) Remove the four bolt and washers located inside the Cabinet.
(3) Remove the Cabinet Partition
(4) Remove the track clamp located on the seat tracks.

Fig. 209 - Cabinet Partition RH (Ferry Flight Configuration) - Removal
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14. Louver - Removal  (Ref. to Fig. 210)

A. Fixtures, Test and Support Equipment 

B. Referenced Information 

Maintenance Manual Chapter 24-00-00 

C. Procedure 

(1) Remove all electrical power (Refer to 24-00-00). 
(2) Put a Warning Notice in the flight compartment to tell persons not to apply

electrical power.

CAUTION: BE VERY CAREFUL WHEN YOU REMOVE THE LOUVER PANEL.
IMPROPER PRESSURE ON THE LOUVER SURFACE CAN CAUSE
DAMAGE TO THE COLD CATHODE LAMPS. 

(3) Remove the louver panel, using a locally-made flat tool. 

15. Louver - Installation  (Ref. to Fig. 210)

A. Procedure 

(1) Make sure as necessary that: 
– There is no electrical power on the airplane 
– The system is safe 
– The Warning Notices are in position 
– Access is available. 

CAUTION: BE VERY CAREFUL WHEN YOU INSTALL THE LOUVER
PANEL. IMPROPER PRESSURE ON THE LOUVER SURFACE
CAN CAUSE DAMAGE TO THE COLD CATHODE LAMPS.

(2) If you install the louver of the mask dispensing unit, do as follows otherwise
continue with the next step:
(a) Trim off  the edge of the louver assy as shown in figure 211
(b) Clean the louver surface and apply a thin layer of Epoxy Primer

[EA934NA].
(c) Put in position the cover of the mask dispensing unit.
(d) Close the mask dispensing unit door and make sure that the louver is

correctly installed. 
(3) Clip the louver panel to its own place on the louver system. 
(4) Do an operational check of the table reading and cabin lights (Refer to 33-20-00).      

Flat Tool Not Specified 
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Fig. 210 - Louver - Location
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Fig. 211 - Louver - Rework
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Fig. 212 - Louver - Removal/Installation
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16. Sidewall Panel - Removal  (Ref. to Fig. 213)

A. Procedure 

(1) Open, tag and safety these circuit breakers:  

(2) Remove the right or left louver panel system as described in this section.
(3) Remove all screws (5) and washers (1) that secure the upper side of the sidewall

panel to the passenger compartment ceiling. 
(4) Slide out the louver side of the sidewall panel (2) for its full length from the

retainer (3). 
(5) Remove the sidewall panel (2). 

17. Sidewall Panel - Installation  (Ref. to Fig. 213)

A. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breakers are open, tagged and secured 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) Insert the lower side of the sidewall panel (2) for its full length into the retainer
(3). 

(3) Secure the upper side of sidewall panel (2) to the passenger compartment
ceiling by the washers (1) and the screws (5). 

(4) Install the right or left louver panel system as described in this section, para. 9. 
(5) Remove the safety tag and close these circuit breakers:   

         

Rear Vanity Closet: Copilot CB panel: 

CABIN LTS READING LTS 

Rear Vanity Closet: Copilot CB panel: 

CABIN LTS READING LTS 
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Fig. 213 - Sidewall Panels - Removal/Installation (Sheet 1 of 2)
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Fig. 213 - Sidewall Panels - Removal/Installation (Sheet 2 of 2)
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18. Right Armrest Panel - Removal  (Ref. to Fig. 214)

A. Procedure 

NOTE: The length of the right armrest panels depends on the configuration. The
following removal/installation procedures are referred to the standard
configuration. 

NOTE: On the right armrest panel the stereo system is optionally installed. 

(1) Open, tag and safety the AUDIO circuit breaker located in the rear vanity
closet. 

(2) Remove the screws (3) and the washer (4) that secure the louver side of the
armrest (2) to the airplane structure. 

(3) If a membrane switch is installed on the armrest panel, disconnect the electrical
connector located on its support behind the lower side of the armrest panel (2). 

(4) If the stereo system is installed do the following steps: 
(a) Slide out the rear side of the armrest panel (2) from the retainer (1). 
(b) Disconnect the electrical connector located on the rear side of the radio. 

(5) Slide out the upper side of the armrest (2) for its full length from the retainer (1).
(6) Remove the armrest panel (2). 

19. Right Armrest Panel - Installation  (Ref. to Fig. 214)

A. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breakers are open, tagged and secured 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) If the stereo system is installed do the following steps: 
(a) Place the armrest panel (2) near the internal right side of the airplane. 
(b) Connect the electrical connector located on the rear side of the radio. 

(3) If previously disconnected, connect the membrane switch connector.
(4) Insert the upper side of the armrest panel (2) for its full length into the retainer (1). 
(5) Secure the lower side of the armrest (2) to the airplane structure by the washer

(4) and the screws (3). 
(6) Remove the safety tag and close the AUDIO circuit breaker. 
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Fig. 214 - Armrest Panel - Removal/Installation
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20. Left Armrest Panel - Removal  (Ref. to Fig. 214)

A. Procedure 

NOTE: The length of the left armrest panels depends on the configuration. The
following removal/installation procedures are referred to the standard
configuration. 

NOTE: On the left armrest panel the stereo system is optionally installed. 

(1) Open, tag and safety the applicable circuit breaker.  
(2) Remove the screws (3) and the washer (4) that secure the lower side of the

armrest (2) to the airplane structure. 
(3) If a membrane switch is installed on the armrest panel, disconnect the electrical

connector located on its support behind the lower side of the armrest panel (2). 
(4) If the flight phone is installed do the following steps: 

(a) Slide out the rear side of the armrest panel (2) from the retainer (1). 
(b) Disconnect the electrical connector located on the rear side of the flight

phone.

(5) Slide out the upper side of the armrest (2) for its full length from the retainer (1). 
(6) Remove the armrest panel (2). 

21. Left Armrest Panel - Installation  (Ref. to Fig. 214)

A. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breakers are open, tagged and secured 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) If the flight phone is installed do the following steps: 
(a) Place the armrest panel (2) near the internal side of the airplane. 
(b) Connect the electrical connector located on the rear side of the flight

phone. 

(3) If previously disconnected, connect the membrane switch connector.
(4) Insert the upper side of the armrest panel (2) for its full length into the retainer

(1). 
(5) Secure the lower side of the armrest (2) to the airplane structure by the washer

(4) and the screws (3). 
(6) Remove the safety tag and close the applicable circuit breaker. 
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22. Cardtable - Removal   (Ref. to Fig. 215)

A. Procedure

(1) Remove the two screws (3), the washers (4) and the nuts (5) that connect the
lower side of the cardtable (11) to the intercostal (7).

(2) Remove the two screws(1) that connect the cardtable to the bracket (6)
(3) Remove the spacer (2) if installed
(4) Move apart the cardtable (11)

23. Cardtable - Installation   (Ref. to Fig. 215)

A. Procedure

NOTE: The intercoastal are installed to the structure with rivets and during
normal maintenance operation is not necessary to replace them.

(1) Put in position the cardtable (11) on the structure.
(2) If required install the spacers (2) between the cardtable(11) and the bracket(6)
(3) Install the two screws(1) to the cardtable
(4) Install the two screws (3), the washers (4) and the nuts (5). 

24. Left Rear Partition (Toilet)/Cabin) - Removal (Ref. to Fig. 216)

A. Procedure

(1) Remove the Left Rear Partition Cabinet (15)
(2) Remove the screws that fasten the freon distribution protection cover (1) to the

left rear partition and the cabin floor.
(3) Remove the clamp (2) that connect the freon distribution tube to the freon duct

(14).
(4) Remove the screws that fasten the freon duct (3) to the structure.
(5) Remove the toilet seat velcro protection, located on the seat backrest.
(6) Remove the seat backrest panel (4).
(7) Remove the three screws (5) (located inside the seat backrest) that secure one

side of the toilet seat to the left rear partition.
(8) Remove the bolts (6) that secure the left rear partition to the airplane structure.
(9) Remove the bolts (7) that secure the left rear partition to the airplane structure.
(10) Remove the bolts (8) and the washer (9) from the anchor stud (10) that secure

the partition to the seat tracks (12).
(11) Remove the three screws (11) that secure the partition to the floor.
(12) Remove the left rear partition (13).
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Fig. 215 - Cardtable - Removal/Installation
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25. Left Rear Partition (Toilet)/Cabin) - Installation (Ref. to Fig.216)

A. Procedure

(1) Place the left rear partition to the its own position.
(2) Install the bolts (7) that secure the left rear partition to the airplane structure.
(3) Install the bolts (8) and the washer (9) to the anchor stud (10) that secure the

partition to the seat tracks (12).
(4) Install the bolts (6) that secure the left rear partition to the airplane structure
(5) Install the three screws (11) that secure the partition to the floor.
(6) Install the screws that fasten the freon duct (3) to the structure.
(7) Install the clamp (2) that connect the freon distribution tube to the freon duct

(14).
(8) Install the screws that fasten the freon distribution protection cover (1) to the

left rear partition and the cabin floor.
(9) Install the Left Rear Partition Cabinet (15).
(10) Install the three screws (5) (located inside the seat backrest) that secure one

side of the toilet seat to the left rear partition.
(11)  Install the seat backrest panel (4).
(12) Install the toilet seat velcro protection, located on the seat backrest.     

26. Cabinet Toilet Console (OPTIONs) - Removal (Ref. to Fig. 217)

A. Procedure

(1) Remove the evaporator outlet duct
(2) Remove the Louvers
(3) Remove the Lavatory Sidewall Panel
(4) Remove all the ducts, pipe and the electrical connections from the "AFT Vanity

Console".
(5) Remove the "AFT Vanity Console".
(6) Remove the cushion
(7) Remove the screw (2) from the Cabinet Assy Toilet Console.
(8) Remove the six screws (10) from the panel assy (9) and remove the Lid (11) 
(9) Remove the three screws (8) and the three washers (7) that connects the angle

of the panel Assy (9) to the partition LH, AFT.
(10)  Remove the five screws (4) and the five washers (6).

NOTE:  If it is not possible to pull down easily the seat belt from the cabinet
assy toilet console, remove the seat belt (refer to the applicable
paragraph)

(11) Pull down the belt with care and remove the Cabinet Assy Toilet Console.
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Fig. 216 - Left Rear Partition (Toilet/Cabin) - Removal/Installation (Sheet 1 of 2) 
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Fig. 216 - Left Rear Partition (Toilet/Cabin) - Removal/Installation (Sheet 2 of 2) 
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27. Cabinet  Toilet Console (OPTIONs) - Installation (Ref. to Fig. 217)
(1)  Put in position the Cabinet Assy Toilet Console without the Lid and install the

five screws (4) and the five washers (6). Do not tighten the screws at this step.
(2) Install the three screws (8) and the three washers (7) that connects the angle of

the panel Assy (9) to the partition LH, AFT. Do not tighten the screws at this
step.

(3) Install the screw (2).
(4) Make sure that Cabinet Assy Toilet Console is correctly positioned and tighten

the screws. 
(5) Pull the seat belt trough the Cabinet Assy Toilet Console
(6) Put in position the Lid and install the six screws (10).
(7) Install the "AFT Vanity Console"
(8) Install the Lavatory Sidewall Panel
(9) Install the Louvers
(10) Install the evaporator outlet duct..

28. AFT Vanity Console (OPTIONS) - Removal (Ref to Fig. 218 & Fig. 219) 

WARNING: MAKE SURE THAT THE AIRCRAFT IS ELECTRICALLY SAFE.

CAUTION: BEFORE REMOVAL DISCONNECT ALL ELECTRICAL AND
HYDRAULIC CONNECTIONS. CAP AND PLUGS ALL OPEN PORTS
AND OPEN CONNECTIONS.

NOTE: There are different AFT Vanity console configurations. Each configurations
will be detailed separately.

(1) To remove the AFT Vanity Console without the Sink Assy do as follow (Refer to
Fig. 218):
(a) Remove the cushion of the Toilet passenger sitting.
(b) Remove the Toilet Seat lower Panel (1)
(c) Remove the Toilet Removable Tank (2).
(d) Remove the Waste Water Compartment Panel (3) by pulling it away.
(e) Through the Waste Water  Compartment Panel get access to the

removable panel (4) and remove it.
(f) Open the access door and remove the Toilet Paper Roll Holder.
(g) Remove the six screws (5) 
(h) Remove the three screws (6) that connect the Plate support (7) and the

AFT Vanity Console.
(i) Remove the two screws (8) and the Plate Support (9)
(j) If necessary Open the Cabinet Assy Vanity Closet and get access to the

screws that connect the Bracket Assy, remove the Six screws (10) and the
two Bracket Assy (11)

(k) Remove the Rear Bulkhead Panel Assembly (12) 
(l) Carefully move apart the AFT Vanity console. 

(2) To remove the AFT Vanity Console with the Sink Assy do as follow (Refer to Fig.
219):
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Fig. 217 - Cabinet Toilet Console (Options) - Removal / Installation
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(a) Remove the cushion of the Toilet passenger sitting.
(b) Remove the Toilet Seat lower Panel (1)
(c) Remove the Toilet Removable Tank (2)
(d) Open the Toilet Paper Roll Holder Access Door and disconnect the

hydraulic tube from the Sink Assy.
(e) Remove the Waste Water  Compartment Panel (3) by pulling it away.
(f) Through the Waste Water  Compartment Panel get access to the

removable panel (4) and remove it.
(g) Open the door of the stowage compartment (5) and remove the screws (6)

that connect the Audio Panel (7) and/or the Sink Assy (8) to the AFT
Vanity Console.

(h) Apply a gentle rotation to the Sink assy and to the Audio Panel and
remove it from the support.

(i) Remove the two screws (9) and remove the plate support (10).
(j) Remove the three screws (11) that connect the Plate support (12) and the

AFT Vanity Console.
(k) Remove the two screws (11) and the Plate Support (12). 
(l) Open the Toilet Paper Roll Holder  Access Door and remove the Toilet

Paper Roll Holder.
(m) Remove the six screws (13).
(n) Remove carefully the AFT Vanity Console from the Toilet.

29. AFT Vanity Console (OPTIONS) - Installation (Ref to Fig. 218 & Fig. 219)

WARNING: MAKE SURE THAT THE AIRCRAFT IS ELECTRICALLY SAFE.

CAUTION: BEFORE INSTALLATION REMOVE ALL PLUGS AND CAPS FROM
ALL OPEN PORTS AND OPEN CONNECTIONS.

NOTE: There are different AFT Vanity console configurations. Each configurations
will be detailed separately

(1) To Install the AFT Vanity Console without the Sink Assy do as follow (Refer to
Fig. 218):
(a) Make sure that the cushion of the Toilet passenger sitting is removed.
(b) Make sure that the  Toilet Seat lower Panel (1) is removed.
(c) Make sure that the  Toilet Removable Tank (2) is removed.
(d) Make sure that the Rear Bulkhead Panel Assembly is installed
(e) If necessary, Get access to the Cabinet Assy Vanity Closet and install the

Bracket Assy (11) with the screws (10) on the Cabinet Assy.
(f) Place carefully the AFT Vanity Console in position against the Bulkhead

(12).
(g) Install the screws (5).
(h) Put in position the Plate support (9) and install it with the screws (8).
(i) Connect all electrical connections.
(j) If not installed, install the plate Support (7) on the Toilet console.
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(k) Install the AFT Vanity Console with the three screws (6) to the Plate
Support (7).

(l) Install the Panel (4)
(m) Install the Toilet Paper Roll Holder and close the Toilet Paper Roll Holder

Access Door.
(n) Install the Waste Water  Compartment Panel (3).
(o) Install the Toilet removable Tank (2)
(p) Install the Toilet Seat Lower Panel (1).

(2) To Install the AFT Vanity Console with the Sink Assy do as follow (Refer to Fig.
219):
(a) Make sure that the cushion of the Toilet passenger sitting is removed.
(b) Make sure that the  Toilet Seat lower Panel (1) is removed.
(c) Make sure that the  Toilet Removable Tank (2) is removed.
(d) Make sure that the Rear Bulkhead Panel Assembly and the Backsplash

Assy are installed.
(e) Place carefully the AFT Vanity Console in position against the Bulkhead

(16).
(f) Install the screws (13).
(g) Put in position the Plate support (10) and install it with the screws (9).
(h) Connect all electrical connections.
(i) If not installed, install the plate Support (12) on the Toilet console.
(j) Install the AFT Vanity Console with the three screws (11) to the Plate

Support (12).
(k) Put in position the Sink Assy (with the Audio panel if required) on the

AFT Cabinet as follow:
1) Pull the sink against the Cabinet Vanity Closet and slight turn it

clockwise to engage it in the correct position.
2) Make sure that the water button is in the correct position and is free

to move.
(l) Install all the hydraulic connections.
(m) Put in position the Waste Water Container in the Waste Water

Compartment.
(n) Install the Acces Panel (4)
(o) Install the Toilet Paper Roll Holder and close the Toilet Paper Roll Holder

Access Door.
(p) Install the Waste Water  Compartment Panel (3).
(q) Install the Toilet removable Tank (2)
(r) Install the Toilet Seat Lower Panel (1).
(s) If not installed, install the Water Tank, open the Water Panel in the

Cabinet Vanity Closet. 
(3) Make sure that the Doors open/close correctly
(4) Do a check of the lights switches...
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Fig. 218 - AFT Vanity Console (without Sink) (Options) - Removal / Installation
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Fig. 219 - AFT Vanity Console (with Sink) (Options) - Removal / Installation
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30. Cabinet Vanity Closet (OPTIONS) - Removal (Ref to Fig. 220)

WARNING: MAKE SURE THAT THE AIRCRAFT IS ELECTRICALLY SAFE.

CAUTION: BEFORE REMOVAL DISCONNECT ALL ELECTRICAL AND
HYDRAULIC CONNECTIONS. CAP AND PLUGS ALL OPEN PORTS
AND OPEN CONNECTIONS.

(1) Remove the Right Rear Partition.
(2) Remove the AFT Vanity Toilet Console. 
(3) Remove the Water Tank  from the Cabinet Assy Vanity Closet.
(4) Remove the Cabinet Assy Vanity Closet Door (3).
(5) Remove the two screws (10).
(6) Remove the Left Panel (19) of the Cabinet and the clothes hanger tube (11)
(7) Remove the screws (7) and the  brackets (5) and (7).
(8) Remove the screws (9) and the washers (8) and remove the bracket (7).
(9) Remove the screws (20) from the Rear Panel (1)
(10) Remove the Rear Panel (1).
(11)  Remove the screws (14) and the bracket (13) from the intercostal (12).
(12) Remove the Nut (16) 
(13) Remove the Cabinet Assy Vanity Closet from the aircraft.
(14) Remove the Washers (17) and the Track attacks (18) and keep them together in

a plastic bag with the nuts (16).

31. Cabinet Vanity Closet (OPTIONS) - Installation (Ref to Fig. 220)

WARNING: MAKE SURE THAT THE AIRCRAFT IS ELECTRICALLY SAFE.

CAUTION: BEFORE INSTALLATION REMOVE ALL PLUGS AND CAPS FROM
ALL OPEN PORTS AND OPEN CONNECTIONS.

(1) Install the track attacks (18) and the washers (17).
(2) Put in position the Cabinet Assy.
(3) Install the nuts (16), but do not tighten at this point.
(4) Put in position the bracket (13) on the intercostal (12).
(5) Install the screws (14).
(6)  Install the Brackets (5) and (7) with the screws (9) and (8) and the washers (8)

to the intercostal (4) and the Cabinet Assy.
(7) Torque tighten the nut (16).
(8) Put in position the Rear Panel (1).
(9) Install the Left Panel (19) of the Cabinet and the clothes hanger tube (11).
(10) Install the screws (11).
(11) Install the screws (20).
(12) Install the Cabinet Assy Vanity Closet Door (3)
(13) Install the Aft Vanity Console.
(14) Install the Right Rear Partition.
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Fig. 220 - AFT Vanity Console (with Sink) (Options) - Removal / Installation
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(15) Install the Water Tank  from the Cabinet Assy Vanity Closet.
(16) Connect all hydraulic and electrical connections.

32. LH PSU Cover (OPTIONS) - Removal (Ref to Fig. 221)

A. Procedure

NOTE: PSU Cover removal requires two persons, one to hold the PSU Cover and one
to remove the screw that fasten the lanyard terminal end to the PSU Cover. 

NOTE: If you remove/install the same PSU Cover it is not necessary to remove the nut
spacer plate and the isolator mount.from the frame. If you must replace the
PSU Cover its possible that is necessary to modify the installation of the Nut
spacer plate and the isolator mount.

NOTE: Make sure that the aircraft is electrically safe before you do this procedure.

(1) Before you remove the PSU Cover you must remove in the following order:
(a) the Seating installed
(b) the Cabinet installed
(c) the Rear Partition Assy LH and RH
(d) the Cabinet Vanity Closet
(e) the AFT Vanity Console
(f) the headliner.

(2) If you must remove the PSU cover from the aircraft, the access door must be
removed.

(3) Remove the clamp and disconnect the cabin air duct from the air conditioning
system.

(4) Use a locally made tool and remove the cabin air duct from the PSU cover. 
(5) Disconnect the Electrical Connector  located on the PSU Cover rear side.
(6) Disconnect the temperature sensor connector.
(7) Disconnect the oxygen system assy duct  from the PSU cover
(8) With the aid of a second man remove the screw that secure the PSU to the

structure
(9) Put the screws and the washer removed into a plastic bag. Store the plastic bag

with the PSU.
(10) Remove the Silicon Sealing from the PSU duct and the cabin air duct.
(11) Do a visual inspection of the PSU to make sure non damage occurred. 

33. LH PSU Cover (OPTIONS) - Installation (Ref to Fig. 221)

A. Procedure

NOTE: PSU Cover installation requires two persons, one to hold the PSU Cover and
one to install the screw that fasten the lanyard terminal end to the PSU Cover. 

NOTE: Make sure that the aircraft is electrically safe before you do this procedure.
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(1) If necessary remove the access door to get access to the cabin with the PSU assy.
(2) Connect the cabin air duct to the air conditioning system.
(3) Install the clamp to the cabin air duct
(4) Connect the Electrical Connector  located on the PSU Cover rear side
(5) Connect the temperature sensor connector.
(6) Connect the oxygen system assy duct  from the PSU cover
(7) With the aid of a second man install the screw that secure the PSU to the

structure
(8) Apply Silicon Sealant between PSU duct and air duct...

34. RH PSU Cover (OPTIONS) - Removal (Ref to Fig. 222)

A. Procedure

NOTE: PSU Cover removal requires two persons, one to hold the PSU Cover and one
to remove the screw that fasten the lanyard terminal end to the PSU Cover. 

NOTE: If you remove/install the same PSU cover it is not necessary to remove the nut
spacer plate and the isolator mount.from the frame. If you must replace the
PSU cover its possible that is necessary to modify the installation of the Nut
Spacer Plate and the Isolator Mount.

NOTE: Make sure that the aircraft is electrically safe before you do this procedure.

(1) Before you remove the PSU cover you must remove in the following order:
(a) the seating installed
(b) the cabinet installed
(c) The rear partition assy LH and RH
(d) The cabinet vanity closet
(e) the AFT vanity console
(f)  the headliner.

(2) If you must remove the PSU cover from the aircraft, the access door must be
removed.

(3) Remove the clamp and disconnect the cabin air duct from the air conditioning
system.

(4) Use a locally made tool and remove the cabin air duct from the PSU cover. 
(5) Disconnect the Electrical Connector located on the PSU Cover rear side (toward

Vanity Closet
(6) Disconnect the temperature sensor connector.
(7) Disconnect the oxygen system assy duct from the PSU cover
(8) With the aid of a second man remove the screw that secure the PSU to the

structure
(9) Put the screws and the washer removed in a plastic bag. Store the plastic bag

with the PSU.
(10) Remove the Silicon Sealing from the PSU duct and the cabin air duct.
(11) Do a visual inspection of the PSU to make sure non damage occurred. 
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Fig. 221 - LH PSU COVER (OPTIONS) - Removal / Installation (Sheet 1 of 3)
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Fig. 221 - LH PSU COVER (OPTIONS) - Removal / Installation (Sheet 2 of 3)
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Fig. 221 - LH PSU COVER (OPTIONS) - Removal / Installation (Sheet 3 of 3)
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35. RH PSU Cover (OPTIONS) - Installation (Ref to Fig. 222)

A. Procedure

NOTE: PSU Cover installation requires two persons, one to hold the PSU Cover and
one to install the screw that fasten the lanyard terminal end to the PSU Cover. 

NOTE: Make sure that the aircraft is electrically safe before you do this procedure.

(1) If necessary remove the access door to get access to the cabin with the PSU assy.
(2) Connect the cabin air duct to the air conditioning system.
(3) Install the clamp to the cabin air duct
(4) Connect the Electrical Connector  located on the PSU Cover rear side (toward

Vanity Closet
(5) Connect the temperature sensor connector.
(6) Connect the oxygen system assy duct from the PSU cover
(7) With the aid of a second man install the screw that secure the PSU to the

structure
(8) Apply Silicon Sealant between PSU duct and air duct.

36. Floor Carpet - Removal 

A. Procedure 

(1) The Carpet is installed on the aircraft with Velcro, remove it by hand. 

37. Floor Carpet - Installation 

A. Procedure 

(1) Make sure that the floor is clean and free of objects.
(2) Make sure that the Velcro is well fixed and cleaned.
(3) Put the carpet in position on the floor and fix it with the Velcro.

38. Aisle Return Air Diffuser - Removal  (Ref. to Fig. 223)

A. Procedure

NOTE: From now on the Aisle Return Air Diffuser will be referred to as "Air
Diffuser".

NOTE: The Air Diffuser  is connected to the aircraft structure by Velcro  

(1) Remove the carpet from the Air Diffuser.
(2) Carefully pull by hand the Air Diffuser and disconnect the clamps that fix the

ducts to the diffuser.
(3) Remove the Air Diffuser 
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Fig. 222 - RH PSU COVER (OPTIONS) - Removal / Installation (Sheet 1 of 3)
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Fig. 222 - RH PSU COVER (OPTIONS) - Removal / Installation (Sheet 2 of 3)
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Fig. 222 - RH PSU COVER (OPTIONS) - Removal / Installation (Sheet 3 of 3)
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39. Aisle Return Air Diffuser - Installation  (Ref. to Fig. 223)

A. Procedure

(1) If you must install the Air Diffuser previously removed, do as follows:
(a) Put in position the Air Diffuser and carefully install it on the Velcro at the

aircraft side.
(2) If you must replace the Air Diffuser with a new one, do as follows

(a) Use a synthetic rubber-based adhesive and install the Velcro on the
Diffuser and on the aircraft structure. 

(b) Clean the surfaces of the Diffuser.
(c) Put in position the j-track on the diffuser and drill holes, to install the

blind rivet, with a step of 75 mm and 12 mm from the edges.
(d) Apply the Epoxy adhesive on the J-track the washer and the blind rivet

and  install them on the Diffuser. 
(e) Fill with the appropriate quantity of foam or rubber the diffuser as

detailed in Fig. 223).
(f) Put in position the Air Diffuser and fix it with the Velcro.

(3) Install the moquette and make sure that it fit correctly.  
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Fig. 223 - Aisle Return Air Diffuser - Removal/Installation (sheet 1 of 2)
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Fig. 223 - Aisle Return Air Diffuser - Removal/Installation (sheet 2 of 2)
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40. Headliner - Removal  (Ref. to Fig. 224)

A. Procedure 

(1) Open, tag and safety these circuit breakers: 

(2) Remove the right and left louver panel systems from the ceiling of the
passenger compartment, as described in this section. 

(3) Remove the screws (2) and the washers (3) that secure the headliner (1) to the
airplane ceiling. 

(4) Remove the headliner (1). 

41. Headliner - Installation  (Ref. to Fig. 224)

A. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breakers are open, tagged and secured 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) Place the headliner (1) to the ceiling of the airplane and secure with washers (3)
and screws (2). 

(3) Install the right and left louver panel systems as described in this section. 
(4) Remove the safety tag and close these circuit breakers: 

    

Rear Vanity Closet: Copilot CB panel: 

CABIN LTS READING LTS 

Rear Vanity Closet: Copilot CB panel: 

CABIN LTS READING LTS 
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Fig. 224 - Headliner - Removal/Installation
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42. Stretcher - Removal  (Ref. to Fig. 225)

A. Procedure 

(1) Install the loading ramp. 
(2) Pull the stretcher unlocking cable (10) until the lifelocks pins (9) are free of the

four latch stations (8). 
(3) Withdraw the stretcher (1) out of the latch stations. 
(4) Outboard the stretcher sliding over the base unit and the loading ramp. 

CAUTION: ON THE OUTBOARD SIDE OF THE BASE UNIT AT EACH
LATCH STATION, THERE IS A RED KNOB. THESE ARE THE
EMERGENCY RELEASED KNOBS. IN CASE THE CABLE
FAILS DUE TO BREAKAGE OR EXCESSIVE STRETCHING,
PUSH IN BOTH KNOBS AT THE LATCH STATIONS WHERE
THE STRETCHER IS LOCKED INTO AT THE SAME TIME
(TWO PEOPLE ARE REQUIRED). THIS RELEASES THE
OUTBOARD LOCKING PINS ONLY. THE STRETCHER IS
THEN LIFTED UP ON THAT SIDE ONLY UNTIL THE PINS IN
THE LIFELOCK ARE FREE OF THE LATCH STATION. AT
THAT TIME, THE PINS ON THE INBOARD CAN BE
REMOVED. 

43. Stretcher - Installation  (Ref. to Fig. 225)

A. Procedure 

(1) Inboard the stretcher on the loading ramp. 
(2) Slide the stretcher onto the base unit tracks (3) until the lifelocks pins (9) are

inserted in the proper latch stations (8). 

44. Base Unit - Removal  (Ref. to Fig. 225)

A. Procedure 

NOTE: The base units are electrically powered by two circuit breakers that can be
installed in the Main Junction Box (placard LH STRETCHER, RH
STRETCHER) or by two Remote Control Circuit Breakers, installed in the
Main Junction Box, which are remotely controlled by two circuit breakers
located in the copilot CB panel (placarded AUX 1 and AUX 2).

(1) If the circuit breakers are installed on the Main Junction Box, open tag and
safety these circuit breakers: 

(2) If the circuit breakers are installed on the Copilot CB Panel in the cockpit, open
tag and safety these circuit breakers:

Main Junction Box:

LH STRETCHER 

RH STRETCHER 
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(3) Remove the stretcher (1) as described in this section. 
(4) Disconnect the electrical connector. 
(5) Pull up the two 1/4 turn fasteners (2). 
(6) Withdraw the base unit (7) until the base mounting plate (6) are free of the floor

mounting plate stud (5). 
(7) Raise and remove the base unit.

45. Base Unit - Installation  (Ref. to Fig. 225)

A. Procedure 

(1) Make sure as necessary that: 
– The applicable circuit breakers are open, tagged and secured 
– The system is safe 
– Access is available 

(Refer to the Removal Procedure). 

(2) Withdraw the base mounting plate (6) again the floor mounting plate studs (5). 
(3) Insert the two 1/4 turn fasteners (2) in the proper hole located on the floor

mounting plate. 
(4) Connect the electrical connector. 
(5) Install the stretcher as described in this section. 
(6) If the circuit breakers are installed on the Main Junction Box, remove the safety

tag and close the LH / RH STRETCHER circuit breakers.
(7) If the circuit breakers are installed on the Copilot CB Panel, remove the safety

tag and close the AUX 1 and AUX 2  circuit breakers.

46. Stretcher / Base Unit - Maintenance

For Stretcher / Base Unit maintenance procedures refer to the following LifePort
Documents:
– Report EGR-109, Phase A, B, C.
– Product Guide, Volume 6-2005.     

Copilot CB Panel:

AUX 1 

AUX 2 
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Fig. 225 - Stretcher / Base Unit - Removal/Installation
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47. Seat and Safety Belts - Inspection

A. Referenced Information 

Maintenance Manual Chapter 12-24-01
Maintenance Manual Chapter 25-10-00
Maintenance Manual Chapter 25-20-00

B. Procedure

(1) Inspect seat and safety belts for proper attachment, general condition and
security of installation.

48. Lower Seat Cover (Ferry Flight Configuration) - Removal(Ref. to Fig. 213)

A. Procedure

(1) Remove the eight screws and washers that secure the cover to the structure.
(2) Remove the cover.

Fig. 226 - Lower Seat Cover (Ferry Flight Configuration) - Removal
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49. Box Cover Outflow Valve (Ferry Flight Configuration) - Removal (Ref. to Fig. 214)

A. Procedure

NOTE: The removal procedure for the LH and RH side is identical.

(1) Pull up the Box Cover Outflow Valve to remove them.

Fig. 227 - Box Cover Outflow Valve (Ferry Flight Configuration) - Removal
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50. Floor Panels (Ferry Flight Configuration) - Removal(Ref. to Fig. 228)

A. Procedure

NOTE: The removal procedure for the LH and RH side is identical.

(1) Pull up the Floor Panels to remove them.

Fig. 228 - Floor Panels (Ferry Flight  Configuration) - Removal
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51. Temperature Sensor Support (Ferry Flight Configuration) - Removal(Ref. to Fig. 229)

A. Procedure

(1) Remove the electrical power (Ref. to Chapter 24)
(2) Disconnect the Temperature Sensor Electrical Connector.
(3) Hold with one hand the Temperature Sensor Support and remove the two

screws that fasten the Temperature Sensor Support to the structure.
(4) Remove the Temperature Sensor Support with the Sensor.
(5) Remove the four screws, washers and nuts that secure the Temperature Sensor

to the Temperature Sensor Support.
(6) Remove the Temperature Sensor.

Fig. 229 - Temperature Sensor Support (Ferry Flight Configuration) - Removal
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52. Evaporator Air Duct (Ferry Flight Configuration) - Removal(Ref. to Fig. 230)

A. Procedure

(1) Loosen the clamp that secure the Air Duct to the evaporator outlet.
(2) Remove the four straps.
(3) Remove the Air Duct.

Fig. 230 - Evaporator Air Duct (Ferry Flight Configuration) - Removal
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53. Lower Cockpit Panels (Ferry Flight Configuration) - (Removal)(Ref. to Fig. 231)

A. Procedure

NOTE: The removal procedure for the LH and RH side is identical.

(1) Remove the four screws that secure the Lower Cockpit Panel to the structure.
(2) Remove the Lower Cockpit Panel.

Fig. 231 - Lower Cockpit Panel (Ferry Flight Configuration) - Removal
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1.  PASSENGER COMPARTMENT (NORDAM)

2. General

The Passenger compartment (NORDAM), differs from the previous Passenger
Compartment (OPTIONs), To improve and simplify the interchangeability of the items,
components common to every aircraft are installed. The items already installed on the
aircraft are detailed in Fig. 232. The "NORDAM" passenger compartment has a Basic
configuration that can be customized with different optional Item.

3. Rear Sideledge Panel (NORDAM) - Removal (Ref. to Fig. 233)

A. Procedure

NOTE: The removal procedure for the Sideledge Panel RH and LH is
identical.

(1) Remove the Forward and Aft Facing Seats as described in this section.

Fig. 232 - NORDAM Components Location Already Installed
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(2) Remove the Evaporator Cover Box as described in this section.

NOTE: The Dado Panel is attached to the Sideledge by velcro.

(3) Remove the Dado Panel (1) pulling from the two slotted holes (2).
(4) Disconnect the two Electrical Connectors (3, 4) that powered the sockets in the

Storage Pockets (5), the membrane switches connectors (6, 7) and the Data Port
connector (8).

(5) Unscrew and remove the Oxygen Cap (9) (Option).
(6) Remove the four screws (10) and washers (11) that secure the Oxygen Port

Support (12) and the Support (13) to the Sideledge Panel (14).
(7) Remove the eight screws (15) and washers (16) that secure the Sideledge Panel

Legs (17) to the Lower Air Duct Lip (18).
(8) Slide up the Sideledge Panel (14) from the J-Track (19).
(9) Remove the Sideledge Panel (14).

4. Rear Sideledge Panel (NORDAM) - Installation (Ref. to Fig. 222)

A. Procedure

NOTE: The installation procedure for the Sideledge Panel RH and LH is
identical.

(1) Place the Sideledge Panel (14) in proper position on the passenger cabin.
(2) Insert the Sideledge Panel upper side in the J-Track (19).
(3) Secure the Sideledge Panel Legs (17) to the Lower Air Duct Lip (18) by washers

(16) and screws (15).
(4) Fasten the Oxygen Port Support (12) and the Support (13) to the Sideledge

Panel (14) by washers (11) and screws (10).
(5) Connect the two Electrical Connectors (3, 4) that powered the sockets in the

Storage Pockets (5), the membrane switches connectors (6, 7) and the Data Port
connector (8).

(6) Install the Dado Panel (1).
(7) Install the Oxygen Cap (9) (Option).
(8) Install the Forward and Aft Facing Seats as described in this section.
(9) Install the Evaporator Cover Box as described in this section..  
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Fig. 233 - Sideledge Panel (NORDAM) - Removal / Installation (Sheet 1 of 2)
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Fig. 233 - Sideledge Panel (NORDAM) - Removal / Installation (Sheet 2 of 2)
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5. Game Table (NORDAM) - Removal(Ref. to Fig. 234)

A. Procedure

NOTE: The removal procedure for the Game Table RH and LH is identical.

(1) Remove the Pyramid Cabinet.
(2) Move the Forward and Aft Facing Seats to gain an adequate access for the

removal.

NOTE: The Dado Panel is attached to the Sideledge by velcro.

(3) Remove the Dado Panel (1) pulling from the two slotted holes (2).
(4) Remove the four screws (10) and washers (11) that fasten the Support (13) and

Oxygen Port Support (6) with the Sideledge Panel (12).
(5) Remove the four screws (3) and washers (4) that secure the Game Table

Support (5) to the airplane structure.
(6) Hold the Game Table (7) and remove the screws (8) and washers (9) that secure

the lower side of unit to the airplane structure.
(7) Remove the Game Table (7).

6. Game Table (NORDAM) - Installation(Ref. to Fig. 234)

A. Referenced Information 

NORDAM Components Maintenance Manual 

B. Procedure

NOTE: The installation procedure for the Game Table RH and LH is
identical.

(1) Place the Game Table (7) in proper position.
(2) Hold the Game Table (7) in position and secure the Game Table Supports (5) to

the airplane structure by the screws (3) and washers (4).
(3) Secure the Game Table lower side to the airplane structure by washers (9) and

screws (8).
(4) Install the four screws (10) and washer (11) that fasten the Support (13) and

Oxygen Port Support (6) with the Sideledge Panel (12).
(5) Install the pyramid cabinet.
(6) Trim the Game Table (Ref. to NORDAM CMM)
(7) Install the Dado Panel (1).
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Fig. 234 - Game Table (NORDAM) - Removal / Installation
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7. Forward LH Sideledge Panel (NORDAM Corporate 1) - Removal(Ref. to Fig. 236)

A. Procedure

NOTE: The Dado Panel is attached to the Forward LH Sideledge by velcro.

(1) Remove the One Place Divan and the Refreshment Cabinet gain an adequate
access for the removal.

(2) Remove the Dado Panel (1).
(3) The Electrical Connector that powered the Refreshment Cabinet freezer and

the membrane switch connector are already disconnected during the One Place
Divan and the Refreshment Cabinet removal procedure. 

(4) Remove the four screws (4) and washers (5) that secure the two  Forward LH
Sideledge Panel Legs (2) to the Lower Air Duct  Lip (3).

(5) Slide up the Forward LH Sideledge Panel (6) from the J-Track (7).
(6) Remove the Forward LH Sideledge Panel (6).

8. Forward LH Sideledge Panel (NORDAM Corporate 1) - Installation(Ref. to Fig. 236)

A. Procedure

(1) Place the Forward LH Sideledge Panel (6) in proper position on the passenger
cabin wall.

(2) Insert the Forward LH Sideledge Panel upper side in the J-Track (7).
(3) Secure the Forward LH Sideledge Panel Legs (2) to the Lower Air Duct Lip (3)

by washers (5) and screws (4).
(4) Install the Dado Panel (1).
(5) Install the One Place Divan and the Refreshment Cabinet.
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Fig. 235 - Forward LH Sideledge Panel (NORDAM Corporate 1) - Removal / Installation
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9. Forward LH Sideledge Panel (NORDAM Corporate 2, 3 - Removal(Ref. to Fig. 236)

A. Procedure

NOTE: The Dado Panel is attached to the Forward LH Sideledge by velcro.

(1) Remove the Forward Facing Seat to gain an adequate access for the removal.
(2) Remove the Dado Panel (1) pulling from the two slotted holes (2).
(3) Disconnect the membrane switch connector (3)
(4) Remove the four screws (4) and washers (5) that secure the two Forward LH

Sideledge Panel Legs (6) to the Lower Air Duct Lip (7).
(5) Slide up the Forward LH Sideledge Panel (8) from the J-Track (9).
(6) Remove the Forward LH Sideledge Panel (8).

10. Forward LH Sideledge Panel (NORDAM Corporate 2, 3 - Installation(Ref. to Fig. 236)

A. Procedure

(1) Place the Forward LH Sideledge Panel (8) in proper position on the passenger
cabin wall.

(2) Insert the Forward LH Sideledge Panel upper side in the J-Track (9).
(3) Secure the Forward LH Sideledge Panel Legs (6) to the Lower Air Duct Lip (7)

by washers and (5) screws (6).
(4) Connect the membrane switch connector (3).
(5) Install the Dado Panel (1).
(6) Install the Forward Facing Seat.
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Fig. 236 - FWD LH Sideledge Panel (NORDAM Corporate 2, 3) - Removal / Installation
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11. Forward RH Sideledge Panel (NORDAM Corporate 1, 3 - Removal  (Ref. to Fig. 237)

A. Procedure

NOTE: The Dado Panel is attached to the Forward LH Sideledge by velcro.

(1) Remove the Two Place Divan as described in this section.
(2) Remove the Dado Panel (1).
(3) Disconnect the membrane Switch Electrical Connector (8). 
(4) Remove the screws (3) and washer (4) that secure the two  Forward RH

Sideledge Panel Legs (2) to the Lower Air Duct  Lip (7).
(5) Slide up  the Forward RH Sideledge Panel (5) from the J-Track (6).
(6) Remove the Forward LH Sideledge Panel (5).

12. Forward RH Sideledge Panel (NORDAM Corporate 1, 3 - Installation(Ref. to Fig. 237)

A. Procedure

(1) Place the Forward RH Sideledge Panel (5) in proper position on the passenger
cabin wall.

(2) Insert the Forward RH Sideledge Panel upper side in the J-Track (6).
(3) Secure the Forward RH Sideledge Panel Legs (2) to the Lower Air Duct Lip (7)

by washers (4) and  screws (3).
(4) Connect the membrane Switch Electrical Connector (8).
(5) Install the Dado Panel (1).
(6) Install the Two Place Divan as described in this section.
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Fig. 237 - FWD RH Sideledge Panel (NORDAM Corporate 1, 3) - Removal / Installation
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13. Forward RH Sideledge Panel (NORDAM Corporate 2) - Removal   (Ref. to Fig. 238)

A. Procedure

NOTE: The Dado Panel is attached to the Forward LH Sideledge by velcro.

(1) Remove the Two Place Divan as described in this section.
(2) Remove the Dado Panel (1).
(3) Disconnect the membrane Electrical Connector (8) and Audio Connector (9).
(4) Remove the screws (3) and washer (4) that secure the two Forward RH

Sideledge Panel Legs (2) to the Lower Air Duct Lip (7).
(5) Slide up the Forward RH Sideledge Panel (5) from the J-Track (6).
(6) Remove the Forward RH Sideledge Panel (5).

14. Forward RH Sideledge Panel (NORDAM Corporate 2) - Installation(Ref. to Fig. 238)

A. Procedure

(1) Place the Forward RH Sideledge Panel (5) in proper position on the passenger
cabin wall.

(2) Insert the Forward RH Sideledge Panel upper side in the J-Track (6).
(3) Secure the Forward RH Sideledge Panel Legs (2) to the Lower Air Duct Lip (7)

by washers (4) and screws (3).
(4) Connect the membrane Switch Connector (8) and Audio Connector (9).
(5) Install the Dado Panel (1).
(6) Install the Two Place Divan as described in this section.
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Fig. 238 - Forward RH Sideledge Panel (NORDAM Corporate 2) - Removal / Installation
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15. RH Sidewall Panel (NORDAM) - Removal (Ref. to Fig. 239)

A. Procedure

(1) Remove the Sideledge Dado Panels.
(2) Remove the Screws (1, 2, 3, 4) that secure the Sidewall Panel upper side (6) to

the Service Panel (Ref. to Fig. 221).
(3) Disconnect the Lower Electrical Connectors (8) located under the Sideledge

Panel.
(4) Slide up and move carefully the Sidewall Panel (6) from the J-Track (5) until is

possible reaches the Upper Electrical Connectors (7).
(5) Disconnect the Upper Electrical Connectors (7).
(6) Remove the Sidewall Panel (6) sliding the Lower Electrical Connectors (8).

16. RH Sidewall Panel (NORDAM) - Installation (Ref. to Fig. 239)

A. Procedure

(1) Place the Sidewall Panel (6) in the J-Track (5) and at the same time insert the
Lower Electrical Connectors (8) in their own position under the Sideledge
Panel.

(2) Connect the Upper Electrical Connectors (7).
(3) Secure the Sidewall Panel upper side (6) to the Service Panel by the screws (1,

2, 3, 4).
(4) Connect the Lower Electrical Connectors (8).
(5) Install the Sideledge Dado Panels.
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Fig. 239 - RH Sidewall Panel (NORDAM) - Removal / Installation
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17. LH Sidewall Panel (NORDAM) - Removal (Ref. to Fig. 240)

A. Procedure

(1) Remove the Sideledge Dado Panels.
(2) Remove the Screws (1, 2, 3, 4) that secure the Sidewall Panel upper side (6) to

the Service Panel (Ref. to Fig. 221).
(3) Disconnect the Lower Electrical Connectors (8) located under the Sideledge

Panel.
(4) Slide up and move carefully the Sidewall Panel (6) from the J-Track (5) until is

possible reaches the Upper Electrical Connector (7).
(5) Disconnect the Upper Electrical Connectors (7).
(6) Remove the Sidewall Panel (6) sliding the Lower Electrical Connectors (8).

18. LH Sidewall Panel (NORDAM) - Installation(Ref. to Fig. 240)

A. Procedure

(1) Place the Sidewall Panel (6) in the J-Track (5) and at the same time insert the
Lower Electrical Connectors (8) in their own position under the Sideledge
Panel.

(2) Connect the Upper Electrical Connector (7).
(3) Secure the Sidewall Panel upper side (6) to the Service Panel by the screws (1,

2, 3, 4).
(4) Connect the Lower Electrical Connectors (8).
(5) Install the Sideledge Dado Panels.
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Fig. 240 - LH Sidewall Panel (NORDAM) - Removal / Installation
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19. RH PSU Cover (NORDAM) (Corporate 1, 3) - Removal (Ref. to Fig. 241)

A. Procedure

NOTE: PSU Cover removal requires two persons, one to hold the PSU Cover and one
to remove the screw that fasten the lanyard terminal end to the PSU Cover. 

(1) Remove the Screws (1) that secure the PSU Cover (2) to the Service Panel (3).
(2) Disengage the PSU Cover from the Touch Latch (4).
(3) The PSU Cover will remain hung up to the Service Panel by means the two

Lanyards (5, 6).

NOTE: At this step is possible remove each PSU Component, without
removing the PSU Cover.

(4) Disconnect the Electrical Connector (7) located on the PSU Cover rear side
(toward Vanity Closet).

(5) Disconnect the Temperature Sensor Connector (8).
(6) Disconnect the PSU Airduct 1, 2, 3 and 4 from the Service Panel Airduct 1, 2, 3

and 4 respectively.

NOTE: For the following step are requires two persons, one to hold the PSU
Cover and one to remove the screw that fasten the lanyard terminal
end to the PSU Cover.

(7) Remove the screws that secure the Lanyards terminal end (5, 6) to the PSU
Cover.

(8) Remove the PSU Cover.

20. RH PSU Cover (NORDAM) (Corporate 1, 3) - Installation  (Ref. to Fig. 241)

A. Procedure

NOTE: PSU Cover Installation requires two persons, one to hold the PSU Cover and
one to install the screw that fasten the lanyard terminal end to the PSU Cover. 

(1) Install the screw that fasten the lanyard terminal end (5, 6) to the PSU Cover.
(2) Connect the Electrical Connector (7) located on the PSU Cover rear side (toward

Vanity Closet).
(3) Connect the Temperature Sensor Connector (8).
(4) Connect the PSU Airduct 1, 2, 3 and 4 to the Service Panel Airduct 1, 2, 3 and

4 respectively.
(5) Move the PSU Cover toward the Service Panel and engage the Touch Latch (4).
(6) Secure the PSU Cover (2) to the Service Panel (3) with the screws (1).
(7) Check if the Led Reading Lights, the Gasper, the Speaker and the Oxygen Mask

Drop, operate correctly.  
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Fig. 241 - RH PSU Cover (NORDAM) (Corporate 1, 3) - Removal / Install. (Sheet 1 of 2)
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Fig. 241 - RH PSU Cover (NORDAM) (Corporate 1, 3) - Removal / Install. (Sheet 2 of 2)
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21. RH PSU Cover (NORDAM) (Corporate 2) - Removal (Ref. to Fig. 242)

A. Procedure

NOTE: PSU Cover removal requires two persons, one to hold the PSU Cover and one
to remove the screw that fasten the lanyard terminal end to the PSU Cover. 

(1) Remove the Screws (1) that secure the PSU Cover (2) to the Service Panel (3).
(2) Disengage the PSU Cover from the Touch Latch (4).
(3) The PSU Cover will remain hung up to the Service Panel by means the two

Lanyards (5, 6).

NOTE: At this step is possible remove each PSU Component, without
removing the PSU Cover.

(4) Disconnect the Electrical Connector (7) located on the PSU Cover rear side
(toward Vanity Closet).

(5) Disconnect the Temperature Sensor Connector (8).
(6) Disconnect the PSU Airduct 1, 2, and 3 from the Service Panel Airduct 1, 2, and

3 respectively.

NOTE: For the following step are requires two persons, one to hold the PSU
Cover and one to remove the screw that fasten the lanyard terminal
end to the PSU Cover.

(7) Remove the screws that secure the Lanyards terminal end (5, 6) to the PSU
Cover.

(8) Remove the PSU Cover.

22. RH PSU Cover (NORDAM) (Corporate 2) - Installation (Ref. to Fig. 242)

A. Procedure

NOTE: PSU Cover installation requires two persons, one to hold the PSU Cover and
one to install the screw that fasten the lanyard terminal end to the PSU Cover. 

(1) Install the screw that fasten the lanyard terminal end (5, 6) to the PSU Cover.
(2) Connect the Electrical Connector (7) located on the PSU Cover rear side (toward

Vanity Closet).
(3) Connect the Temperature Sensor Connector (8).
(4) Connect the PSU Airduct 1, 2, and 3 to the Service Panel Airduct 1, 2, and 3

respectively.
(5) Move the PSU Cover toward the Service Panel and engage the Touch Latch (4).
(6) Secure the PSU Cover (2) to the Service Panel (3) with the screws (1).
(7) Check if the Led Reading Lights, the Gasper, the Speaker and the Oxygen Mask

Drop, operate correctly.  
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Fig. 242 - RH PSU Cover (NORDAM) (Corporate 2)- Removal / Installation (Sheet 1 of 2)
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Fig. 242 - RH PSU Cover (NORDAM) (Corporate 2)- Removal / Installation (Sheet 2 of 2)
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